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1 Introduction

TSG-RAN WG2 has discussed the contribution R2-063484 Operators' view on LTE MBMS scenarios of deployment (attached) for understanding better the service and deployment scenarios needed to support in LTE MBMS. 

During that discussion, questions regarding the assumed E-UTRAN MBMS architecture on application level (BM-SC) and in Enhanced Packet Core were raised, including following.

Q1: What are the functions of the application layer? Are the following functions kept transparent to RAN: Service announcement, Service activation/deactivation (joining/leaving), point to point repair, and application level FEC.

Q2: What is the functional split between E-UTRAN and Enhanced Packet Core for MBMS and functional split between MME and UPE? 

Q3: Is any UE specific MBMS service activation/deactivation (joining/leaving) information provided to the E-UTRAN by the Enhanced Packet Core? 

Q4: Is the session repetition required to be supported by E-UTRAN?

2. Actions: SA2, RAN3

To SA2

Provide information regarding questions 1, 2, 3, and 4.

To RAN3

Provide information regarding questions 2.

3. Date of Next TSG-RAN WG2 Meetings:

TSG RAN WG2 Meeting #56-bis 

15 - 19 Jan 2007, Sorrento, Italy

TSG RAN WG2 Meeting #57

12 - 16 Feb 2007, US
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