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Abstract of the contribution:

This contribution proposes text for non-3GPP identities for Section 5.2 of TS 23.402.
*** Start of Change *****
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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[<seq>]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

[1]
3GPP TR 41.001: "GSM Release specifications".

[2]
3GPP TR 21 912 (V3.1.0): "Example 2, using fixed text".

[x]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[xx]
IETF RFC 4282: "The Network Access Identifier”
*** Next Change *****

5.2
Identities

< This section gives additional identities used in SAE in relation to non-3GPP access support.>
5.2.1 NAI

The UE’s identity shall be based on Network Access Identifier (NAI) which is allocated by user’s home operator and serves as the UE’s primary ID. Format of NAI is specified in RFC4282 (ref [xx])
The NAI username part and realm part shall be based on TS 23.234 specification.
The UE may have several identities each defined by a separate NAI.
*** End of Changes *****
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