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1st Change Begin

5.3.2
HSS
In order to support SMS over generic IP access, the HSS shall support the following functions:

-
storing the address of the IP-SM-GW;
-
an indication that the terminal is registered with an IP-SM-GW for delivery of SMS;

-
forwarding the Send Routeing Information for Short Message, from an SMS-GMSC, towards the IP-SM-GW and forwarding any responses to the originator of the Send Routeing Information for Short Message;

-
Returning the IMSI and the MSC and/or SGSN addresses as a response to Send Routeing Information for Short Message required from IP-SM-GW.
-
allerting the SCs (via SMS-GMSCs) stored in the message waiting data when the terminal is registered with an IP-SM-GW for delivery of short messages.
NOTE:
The mechanism for prioritizing whether the short message is delivered via a GSM/UMTS or other IP-CAN connection when the terminal is simultaneously connected to both access networks is outside the scope of this specification.

1st Change End

2nd Change Begin

6.1
Registration procedure
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Figure 6.1: Registration procedure
1)
The UE establishes IP connection.

2)
At any time after the establishment of the IP connection, the UE registers at the  S-CSCF according to the IMS registration procedures. Note, that for simplicity not all messages between UE and S-CSCF and between S-CSCF and HSS are shown in detail. In addition, I-CSCF and P-CSCF are also not shown.

3)
S-CSCF checks the initial filter criteria retrieved from the HSS during the IMS registration procedure.

4)
After successful IMS registration and based on the retrieved initial filter criteria the S-CSCF informs the IP-SM-GW (AS) about the registration of the user.

5)
The IP-SM-GW (AS) returns OK to the S-CSCF.

6)
The IP-SM-GW (AS) sends IP-SM-GW Register Req to the HSS.

7)
The HSS stores the received information and responses to the IP-SM-GW (AS) with IP-IWF Register Res , including the subscriber data needed for providing service.
Editor's note:
The detailed content of the subscriber data is FFS, e.g., whether the data is same with the current CS/PS SMS subscriber data, or additional enhancement and process need to be defined.
8) After successful registration of the IP-SM-GW address at the HSS the HSS checks whether message waiting data are stored.

9) If message waiting data are stored, the HSS alerts all SCs .
2nd Change End
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