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1st Change Begin

6.1
Registration procedure

[image: image1.emf]HSS UE

2. IMS Registration

IP-SM-GW 

(AS)

1. Establishment 

of IP connection

S-CSCF

6. IP-SM-GW Register 

Req

7. IP-SM-GW Register 

Res

4. Register

5.  OK

3. Check initial 

filter criteria


Figure 6.1: Registration procedure
1)
The UE establishes IP connection.

2)
At any time after the establishment of the IP connection, the UE registers at the S-CSCF according to the IMS registration procedures. Note, that for simplicity not all messages between UE and S-CSCF and between S-CSCF and HSS are shown in detail. In addition, I-CSCF and P-CSCF are also not shown.

3)
S-CSCF checks the initial filter criteria retrieved from the HSS during the IMS registration procedure.

4)
After successful IMS registration and based on the retrieved initial filter criteria the S-CSCF informs the IP-SM-GW (AS) about the registration of the user.

5)
The IP-SM-GW (AS) returns OK to the S-CSCF.

6)
The IP-SM-GW (AS) sends IP-SM-GW Register Req to the HSS.

7)
The HSS stores the received information and responses to the IP-SM-GW (AS) with IP-SM-GW Register Res.

1st Change End

2nd Change Begin

6.3
Successful SMS MO submit procedure
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Figure 6.3: Successful SMS MO submit procedure

1)
The UE registers to S-CSCF according the IMS registration procedure. Note that I-CSCF and P-CSCF are not shown in this figure.

2)
UE submits the SMS message (SMS-SUBMIT, SC Address) to the S-CSCF using an appropriate SIP method.

3)
S-CSCF forwards the Message (SMS- SUBMIT, SC Address) to IP-SM-GW (AS) based on stored iFC.
Note: Subscribers who have no subscription for SMS service will be provided with the relevant iFCs, to provide SMS filtering/blocking.
4)
IP-SM-GW (AS) acknowledges the SIP message.

5)
SIP message acknowledge is forwarded by S-CSCF to UE.

6)
The IP-SM-GW performs service authorization based on the subscriber data retrieved from the HLR/HSS. If the result of service authorization is negative, the IP-SM-GW shall not forward the message, and shall return the appropriate error information to the UE in a failure report. Otherwise, the IP-SM-GW (AS) extracts the SMS message (SMS- SUBMIT) and forwards it towards SC (SC Address) via the SMS-IWMSC using standard MAP signalling (as described in TS 23.040 [2]).
7)
The SMS-IWMSC forwards the SMS message (SMS- SUBMIT) to the SC (see TS 23.040 [2]).

8)
SC sends SUBMIT‑REPORT to SMS-IWMSC (see TS 23.040 [2]).

9)
SMS-IWMSC sends SUBMIT‑REPORT to IP-SM-GW (AS) (see TS 23.040 [2]).

10)
IP-SM-GW (AS) sends SUBMIT‑REPORT to S-CSCF, using an appropriate SIP method.

11)
S-CSCF sends the SUBMIT‑REPORT to the UE.

12)
UE acknowledges the SUBMIT‑REPORT.

13)
Acknowledgement of the SUBMIT‑REPORT is forwarded by S-CSCF to IP-SM-GW (AS).

2nd Change End
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