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1
Introduction

This paper proposes to add the scenario when IMS Centralized Service can not be provided to UEs.
2
Discussion

In this IMS centralized control WI, we mainly discuss how the service/services will be controlled by home IMS network. In order to achieve this goal, the first thing should be resolved is: How to route the CS call to IMS network. If the call can not be routed to IMS network, AS can not provide correct/accurate service control to UE, even AS can communicate with UE using parallel signalling channel, e.g. USSD channel. 
Going through the past VCC related discussion, seems this problem can be resolved by several means: 1) SCP in CS network can redirect CS calls to IMS network; 2) UE may add pre-fix to the called number to redirect the call to IMS network. 
If we think about a scenario that CS call can not be routed to IMS network, for example, UE roams to one place where the network (VMSC ) can not provide Intelligent capability, and UE happens not able to know what the prefix should be added, then the CS call can not be routed to home IMS network. In this scenario, how the services will be provided to the UE/user?

3 Concussion
Propose to add the discussed scenario to 23.982 
( Start change (
5.5
Session Scenarios

5.5.1
Session Scenarios PS networks that support the full duplex speech component of the IMS multimedia telephony service
The solution shall support standard IMS session scenarios according to procedures specified in 22.101 [1], 22.173 [2], 23.228 [4], 24.229 [6] and 24.173 [5] when using PS networks that support the full duplex speech component of the IMS multimedia telephony service.
5.5.x
Session Scenarios when home IMS centralized control service can not be provided to user
Note: Home IMS centralized control service can not be provided to user may be caused by network/UE lacking of required capability or Operator/User’s policy.
The solution shall support the following scenarios according to GSM/UMTS CS network procedures:
-
Basic voice service origination and terminating calls.

-
Voice origination and termination service calls with Communication Barring services controlled in CS domain.

-
Voice termination service calls with Communication Diversion services controlled in CS domain.

-
Voice origination and termination service calls with Line ID services (OIP, OIR, TIP, TIR) controlled in CS domain.
Voice origination and termination service calls with mid-call services (Hold/Resume, Conferencing, CW, ECT) controlled in CS.
( End Change (
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