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1 Introduction

This contribution proposes a procedure for 3GPP to Non-3GPP Handover using PMIP. 
2 Proposal
The adoption of following text into TS 23.402 Section 5.6.
*** Start of Change *****
5.6
Handover

<This section describes the information flows for handover between 3GPP and non-3GPP accesses>

5.6.X
Handover procedure over S2a
This section is related to the case when the UE handovers from 3GPP access to a trusted non-3GPP IP access. It is assumed that user has dual radio device.
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Figure X.1: 3GPP to Non-3GPP Handover using Network-Based Mobility
1. Non-3GPP access is detected and a decision for handover to Non-3GPP access is made;

2. The initial Non-3GPP L2 procedures are performed. These procedures are Non-3GPP access specific and are outside the scope of 3GPP;
3. The EAP authentication procedure is initiated and performed involving the UE, Non-3GPP System and the 3GPP AAA Server (there may be several AAA proxies transparently involved in roaming cases);

Editors Note: Resolution of SAE-GW IP address is FFS;

4. After successful authentication, the UE starts the IP address allocation;

5. Non-3GPP System triggers Proxy Mobile IP procedures towards SAE GW;

6. The SAE GW requests the authorization for the UE from the 3GPP AAA Server. Upon successful authorization, the SAE GW creates mobility binding entry for the UE. At this step, the SAE GW (i.e. Home Agent) returns the same IP Address (HoA) as that of 3GPP access which will be passed to the UE using regular IETF IP allocation procedures;

7. 3GPP connection is disconnected and related resources are released. For single radio device, this step may happen earlier.

*** End of Change ****
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