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1. Overall Description:

CT1 would like to thank SA3 for their LS on protected MBMS services over MBMS broadcast services (S3‑060810/ C1-070017).

In the LS, SA3 refers to a PDP context that is used for MBMS User Service Registration and Deregistration procedures for protected MBMS User Services in broadcast mode. The new requirement specified by SA3 in TS 33.246 is that this PDP context shall not be released until a MBMS User Service De-registration has been performed. CT1 was asked to provide feedback about potential impacts of long lived PDP contexts.
CT1 has discussed the issue and has come to the conclusion, that they see no problem with this requirement, provided that the PDP context mentioned in the LS is a normal point-to-point PDP context using a non-real time traffic class (i.e. "interactive" or "background"):

For non-real time PDP contexts it is possible for the network to release the radio access bearer when the PDP context has not been used for data transfer for a longer period of time and to re-establish the radio access bearer when downlink data packets are received from the GGSN. If the UE is in RRC idle state when the radio access bearer needs to be re-established, then according to the MBMS stage2, TS 23.246, subclause 8.17.3, the UTRAN can perform a paging notification for the UE. Thus the UE should be reachable for a downlink data transfer when necessary. 
2. Actions:

To SA3 group.

ACTION: 
CT1 ask SA3 to note the response from CT1 and to inform CT1, if the assumption concerning the nature of the PDP context (normal point-to-point PDP context using traffic class "interactive" or "background") should not be correct.
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