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 *** FIRST CHANGE ***

6.5.2.3
IMS: Communication Diversion (CDIV), CS: Call Forwarding supplementary services

Call Forwarding Supplementary Services may be provided in IMS.

It is unnecessary to reroute a CS incoming call to IMS for anchoring in IMS if the call is redirected to some other party when Call Forwarding Supplementary services are provided in the CS domain (the call will never reach the intended VCC UE, and therefore the VCC UE cannot request a domain transfer). A rerouting to IMS would result in multiple transcoding, network resource usage, and would prevent optimal routing. This can be prevented by invoking the pending call forwarding supplementary service instead of obtaining the IMRN.

NOTE:
Since there are multiple implementation options for call diversion from the CS domain to the IMS listed in Annex A, it also depends on the chosen call diversion option whether the pending call forwarding supplementary service can be invoked instead of obtaining the IMRN.

*** END OF FIRST CHANGE ***
*** SECOND CHANGE ***

6.6
CAMEL services

It is unnecessary to reroute a CS incoming call to IMS for anchoring in IMS if the call is redirected to some other party  when CAMEL redirection services are provided in the CS domain (the call will never reach the intended VCC UE, and therefore the VCC UE cannot request a domain transfer). A rerouting to IMS would result in multiple transcoding, network resource usage, and would prevent optimal routing. This can be prevented by invoking CAMEL redirection services instead of obtaining the IMRN.

NOTE:
The use of CAMEL for rerouting from CS to IMS (for anchoring) could cause impacts to service behaviours when using CAMEL services in the CS domain. To avoid these impacts, the gsmSCF (providing the CS rerouting function) may have to manage the interactions of the CS rerouting function with other services, or the service could be disabled in CS and be provided in IMS.

*** END OF SECOND CHANGE ***
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