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1. Overall Description:

3GPP SA2 IMS-SWG is working on a study item (3GPP TR 23.847) studying the procedures to utilize multicast (in particular using MBMS bearers) for IMS services.
Currently the study item has identified two alternative architectures, one of which requires service provisioning between an IMS AS and the BM-SC server in the MBMS framework. 
SA2 believes that service provisioning could be common for IMS or non-IMS ASes. The interfaces between OMA-BCAST domain and multicast server in the BDS domain (e.g.: BM-SC, BCMCS Controller) are defined in OMA-BCAST working group as BDS-1 and BDS-2.
 SA2 asks OMA-BCAST group of any work in this area. 

For information, the discussion in the IMS over MBMS study identified that service provisioning may be required for the following reasons:
1. Assignment of Multicast IP/address port & mapping with an identifier 
The IMS AS needs to send multicast IP address/port during IMS Session setup in SIP signaling to the UE’s. The IMS AS can either itself assign or contact the BM-SC to assign a unique multicast IP address/port. If the IMS AS itself assigns the multicast IP address/port, it needs to inform the BM-SC in order to avoid conflicts.
2. Provisioning information regarding MBMS Service
Below is an example of the list of information required to be sent from the AS to BM-SC for provisioning a MBMS bearer service, in order to prepare the BM-SC to receive media from the AS:
· Information included in SDP Parameters of the MBMS bearer service
· QoS Parameters required for the MBMS bearer service

· Session Start time (can be configured to a special value for real time sessions)

· Session End time (can be configured to a special value for real time sessions)
TR 23.847 v1.0.0 is provided for more background information reference.

2. Actions:

To OMA-BCAST group.

ACTION: 
SA2 asks OMA-BCAST group to consider the information given above and inform SA2 about existence of work in this area.
3. Date of Next SA2 Meetings:

SA2#57
23rd – 27th April 2007

Beijing, CHINA
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25th – 29th June 2007

Orlando, U.S.A
