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Abstract of the contribution: This paper proposes basic assumptions for Multimedia Session Continuity, TR 23.XXX.
Introduction
For the Multimedia Session Continuity following basic assumptions are needed.
· The UE may be capable of transmitting and receiving simultaneously in both source and target domain or access system.
· UEs that do not support the functionality described in this TR will not be impacted.
· The radio layer protocols for xRAN, NAS in TS 24.008 [xx], and PS core shall not be impacted.
· The solution shall be applicable to both EPC and non-EPC Networks and thus may not depend on the existence of transport layer mobility mechanisms in the EPS. 
· In order to allow session continuity, the UE shall be registered in the IMS. 
Proposal

Thus, this contribution proposes the text for section 4 Architectural Requirements and Considerations. 
( Begin Change (
4
Architectural Requirements and Assumptions
4.1
Basic Assumptions

· The UE may be capable of transmitting and receiving simultaneously in both source and target domain or access system.
· UEs that do not support the functionality described in this TR will not be impacted.
· The radio layer protocols for xRAN, NAS in TS 24.008 [xx], and PS core shall not be impacted.
· The solution shall be applicable to both EPC and non-EPC Networks (defined in TS 23.401 and TS 23.402) and thus may not depend on the existence of transport layer mobility mechanisms in the EPS. 

· In order to allow session continuity, the UE shall be registered in the IMS. 
Editors Note 1:
It is FFS whether the UE is ICS capable or not..
( End Change (
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