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Abstract of the contribution: This contribution proposes Principles for Network Discovery and Selection for non-3GPP access. 
1. Introduction

Network discovery and selection for non-3GPP access is an open issue within SA2. In previous SA2 meetings several contributions related to network discovery and selection have been discussed but no conclusion could be reached. In order to proceed with solution definition it is important to discuss and agree on the high level principles first. This contribution proposes Principles for Network Discovery and Selection for non-3GPP access. 
2. Discussion

SA1 has defined following requirement in terms of session continuity between 3GPP and non-3GPP access in TS 22.278

The evolved 3GPP system shall support service continuity between 3GPP access systems and also between 3GPP access systems and non 3GPP access systems whether the UE supports simultaneous radio transmission or not.
UE that does not support simultaneous radio transmission shall be able to handoff from 3GPP to non-3GPP systems and vice versa. For these type of UE it shall be possible to do network discovery and selection based on the non-3GPP access network information provided by the operator or through some other mechanism. 
Therefore it is proposed to adopt the principle while defining the solution for Network Discovery and Selection for non-3GPP access. 
· Network Discovery and Selection for non-3GPP access shall be possible for the UE with or without simultaneous radio operation. 
3. Proposal
It’s proposed to add the following text to TS23.402.
 ******************************************start of change *****************************************************

5.3
Network Discovery and Selection

For Network Discovery and Selection following principles are adopted:

· Network Discovery and Selection for non-3GPP access shall be possible for the UE with or without simultaneous radio operation.
******************************************end of change ***************************************************
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