SA WG2 Temporary Document

Page 1
-


3GPP TSG SA WG2 Architecture — S2#58
S2-07xxxx

25 - 29 June 2007

Orlando, FL, USA

Source:
Motorola
Title:
Prepared Handoff Sections in TS 23.402
Document for:
Approval 

Agenda Item:
8.4.3
Work Item / Release:
Rel 8/ SAE
Abstract of the contribution: Creates sections in TS 23.402 to capture optimized handoffs as was agreed during SA2#57.
Proposed Changes

**** Start First Change ****

3.1
Definitions

Basic Handover: In this mode of operation, no preparation, eg resources, registration, authentication etc., in the target system is performed prior to the UE connecting to the target system. 

Prepared Handover: In this mode of operation, preparations, eg resources, registration, authentication etc., in the target access system occurs prior to the UE connecting to the target system.

NOTE: The distinction between Basic Handover and Prepared Handover is independent on whether single radio connectivity or simultaneous (dual) radio connectivity is employed.

**** End First Change ****

**** Start Second Change ****

5.6
Handover

<This section describes the information flows for handover between 3GPP and non-3GPP accesses>

5.6.1    Basic Handovers
<This section contains flows for basic handovers for supporting basic handovers>

5.6.2    Prepared Handovers
<This section describes Prepared handover procedures to meet requirements service continuity of real-time traffic >

5.6.2.1      Optimizations applicable to all non-3GPP accesses
<This sub-section describes handover optimization procedures that are generic and applicable to all non-3GPP accesses. >
5.6.2.2       Optimizations applicable to specific accesses
<This section describes handover optimization procedures that are specific to particular accesses (3GPP and non-3GPP). Subsections may also contain details for generic optimization procedures to make them applicable to specific accesses >

5.6.2.2.1 
E-UTRAN access and CDMA2000 accesses 
<Handover optimization procedures for 3GPP accesses and 3GPP2 accesses for scenarios specified in TS 22.278 >

5.6.2.2.2 
3GPP accesses and Mobile WiMAX 
<Handover optimization procedures for 3GPP accesses and Mobile WiMAX accesses for scenarios specified in TS 22.278 >

**** End Second Change ****
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