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SUMMARY
General

The drafting group was chaired by Frank Mademann (Nokia Siemens Networks). The drafting was held across 3 slots on Thursday. Roughly 20 people attended the drafting session.

HSS subscription profiles
The DG discussed whether there is a need for EPS HSS subscription profiles that are separated from 2G/3G HSS subscription profiles. There was some preference to have separate profiles but also interest in interoperation with a pre-Rel-8 HSS. More evaluations are required. For the next meeting contributions are invited to clarify the HSS subscription profiles and also to clarify the establishment of the default bearer QoS in relation with the subscription profiles during the attach.
Documentation principles for Pre-Rel-8 interoperation flows
The DG discussed different possibilities for documenting interoperation flows. Main aim of the documentation principles is to avoid duplicating 23.060 SGSN signaling in 23.401, especially to avoid discrepancies between the two specifications. It was agreed to document complete interoperation flows in 23.401, including the signaling parts of the pre-Rel-8 SGSNs. A disclaimer shall clarify that the pre-Rel-8 SGSN signaling steps are for explanatory purposes only and that 23.060 provides the mandatory specification of signaling steps for pre-Rel-8 SGSNs.
 
ACTIONS REQUESTED FROM SA2#58 PLENARY

AGREED DOCUMENTS TO BE APPROVED:

	8.3.3
	S2-073800
	P-CR
	Two scenarios for interworking with pre-Rel8 SGSN
	Nortel
	23,401
	SAES
	This contribution describes two scenario identified for interworking with legacy SGSN (pre-Rel8)
	

	8.3.3
	S2-073875
	P-CR
	Interoperation Scenario with pre-Rel-8 SGSNs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	The paper proposes a normative annex describing the interoperation with pre-Rel-8 SGSNs. And it proposes a roaming scenario for interworking with pre-Rel-8 SGSNs
	

	8.3.3
	S2-073876
	P-CR
	Interoperation Non-roaming Scenario with pre-Rel-8 SGSNs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	The paper proposes a normative annex describing the interoperation with pre-Rel-8 SGSNs. And it proposes a non-roaming scenario for interworking with pre-Rel-8 SGSNs.
	


OPEN DOCUMENTS TO BE HANDLED:

	8.3.1
	S2-073878
	P-CR
	2G to E-UTRAN IRAT Handover
	Ericsson
	23,401
	SAE
	Update current flows
	

	8.3.1
	S2-073798
	P-CR
	Bearer mapping principles for inter 3GPP RAT HOs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	Proposes bearer mapping principles for inter 3GPP RAT HOs, i.e. between UMTS/GPRS and E-UTRAN.
	

	8.3.3
	S2-073799
	LS draft
	Reply to LS on SAE Interworking with Pre-REL8 system
	(Huawei)
	-
	-
	
	


Annex A – Detailed history of documents

	8.3.1
	S2-073247
	DISCUSSION
	Discussion on the QoS Mapping Mechanism during Inter-Rat Handover
	Huawei
	23,401
	SAE
	This contribution proposes to discuss the QoS mapping mechanism during the Inter-Rat HO procedure.
	Conclusions 
· MME performs QoS mapping during inter RAT mobility procedures
· The target SGSN or MME may restrict the received mapped QoS attributes from the source system during handover given its capabilities and the current load

Conclusions proposed to be captured in

3798
Further contributions clarifying the HSS subscription profiles and on establishing the default bearer QoS during attach are invited

	8.3.1
	S2-073341
	P-CR
	2G to E-UTRAN IRAT Handover
	Ericsson
	23,401
	SAE
	Update current flows
	revised to S2-073878

	8.3.1
	S2-073878
	P-CR
	2G to E-UTRAN IRAT Handover
	Ericsson
	23,401
	SAE
	Update current flows
	return

revision of S2-073341
Update of the part that describes the preparation phase 

	8.3.1
	S2-073342
	P-CR
	3G to E-UTRAN IRAT Handover
	Ericsson
	23,401
	SAE
	Update current flows
	 

	8.3.1
	S2-073366
	P-CR
	Selection of inter 3GPP system mobility mechanism 
	QUALCOMM Europe
	-
	-
	This contribution clarifies the choice of inter 3GPP mobility mechanism based on UTRAN RRC states. 
	

	8.3.1
	S2-073423
	P-CR
	E-UTRAN -> UTRAN Iu mode IRAT HO - Serving GW change
	LG Electronics
	23,401
	SAE
	This paper updates the Inter 3GPP RAT handover procedure to consider the case that the Serving GW is changed; E-UTRAN -> UTRAN Iu mode IRAT HO
	

	8.3.1
	S2-073424
	P-CR
	UTRAN Iu mode -> E-UTRAN IRAT HO - Serving GW change
	LG Electronics
	23,401
	SAE
	This paper updates the Inter 3GPP RAT handover procedure to consider the case that the Serving GW is changed; UTRAN Iu mode -> E-UTRAN IRAT HO
	

	8.3.1
	S2-073425
	P-CR
	E-UTRAN -> GERAN A/Gb mode IRAT HO - Serving GW change
	LG Electronics
	23,401
	SAE
	This paper updates the Inter 3GPP RAT handover procedure to consider the case that the Serving GW is changed; E-UTRAN -> GERAN A/Gb mode IRAT HO
	 

	8.3.1
	S2-073426
	P-CR
	GERAN A/Gb mode -> E-UTRAN IRAT HO - Serving GW change 
	LG Electronics
	23,401
	SAE
	This paper updates the Inter 3GPP RAT handover procedure to consider the case that the Serving GW is changed; GERAN A/Gb mode -> E-UTRAN IRAT HO
	 

	8.3.1
	S2-073514
	DISCUSSION
	Limit SGSN changes for rel 8 with optional subscription data transfer between MME and SGSN
	Nortel
	23,401
	SAE
	This contribution proposes to minimise changes needed in the SGSN for Release 8
	 

	8.3.1
	S2-073565
	P-CR
	Bearer mapping principles for inter 3GPP RAT HOs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	Proposes bearer mapping principles for inter 3GPP RAT HOs, i.e. between UMTS/GPRS and E-UTRAN.
	revised to S2-073798

	8.3.1
	S2-073798
	P-CR
	Bearer mapping principles for inter 3GPP RAT HOs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	Proposes bearer mapping principles for inter 3GPP RAT HOs, i.e. between UMTS/GPRS and E-UTRAN.
	return

revision of S2-073565
 QoS mapping , some updates and includes the conclusions of 3247

	8.3.3
	S2-073132
	P-CR
	Handover scenarios with pre-REL8 networks
	NEC
	23,401
	SAE
	This contribution evaluates the possible interworking scenario with legacy 3GPP networks.
	noted

	8.3.3
	S2-073262
	DISCUSSION / APPROVAL
	Inter RAT Handover between EUTRAN and pre-Rel 8 3GPP Access network
	Huawei
	23,401
	SAE
	The contribution provides a set of inter RAT Handover procedures for interoperation with pre-Rel 8 GERAN/UTRAN network and proposes to be included in TS23.401.
	noted

	8.3.3
	S2-073263
	DISCUSSION / APPROVAL
	TAU procedure between EUTRAN and pre-Rel 8 3GPP Access network
	Huawei
	23,401
	SAE
	The contribution discusses the issue of GW address transfer between MME and pre-Rel 8 SGSN and two selective mechanisms are introduced. A selective mechanism is proposed to adopt in TS 23.401 and a set of procedures for interoperation with pre-Rel 8 GERAN/UTRAN network are proposed.
	

	8.3.3
	S2-073343
	P-CR
	Interworking  scenarios with Pre-Rel-8 SGSN
	Ericsson
	23,401
	SAE
	Scenarios that need to be supported for Pre-Rel-8 SGSN support
	Noted

Supports conclusion of  3800

	8.3.3
	S2-073344
	P-CR
	Interworking  flows with Pre-Rel-8 SGSN, how to document the details in relation to 23.060
	Ericsson
	23,401
	SAE
	Proposed way of documenting in 23.401, without duplicating 23.060 procedures
	Noted

	8.3.3
	S2-073345
	P-CR
	Interworking  scenarios with Pre-Rel-8 SGSN architecture/principles
	Ericsson
	23,401
	SAE
	Proposed architecture principles of interworking
	Noted

	8.3.3
	S2-073515
	DISCUSSION
	Two scenarios for interworking with pre-Rel8 SGSN
	Nortel
	23,401
	SAE
	This contribution describes two scenario identified for interworking with legacy SGSN (pre-Rel8)
	revised to S2-073800

	8.3.3
	S2-073800
	DISCUSSION
	Two scenarios for interworking with pre-Rel8 SGSN
	Nortel
	23,401
	SAE
	This contribution describes two scenario identified for interworking with legacy SGSN (pre-Rel8)
	Agreed

revision of S2-073515
 

	8.3.3
	S2-073571
	P-CR
	Interoperation Scenario with pre-Rel-8 SGSNs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	The paper proposes a normative annex describing the interoperation with pre-Rel-8 SGSNs. And it proposes a roaming scenario for interworking with pre-Rel-8 SGSNs
	revised to S2-073875

	8.3.3
	S2-073875
	P-CR
	Interoperation Scenario with pre-Rel-8 SGSNs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	The paper proposes a normative annex describing the interoperation with pre-Rel-8 SGSNs. And it proposes a roaming scenario for interworking with pre-Rel-8 SGSNs
	agreed

revision of S2-073571
 

	8.3.3
	S2-073572
	P-CR
	Interoperation Non-roaming Scenario with pre-Rel-8 SGSNs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	The paper proposes a normative annex describing the interoperation with pre-Rel-8 SGSNs. And it proposes a non-roaming scenario for interworking with pre-Rel-8 SGSNs.
	revised to S2-073876

	8.3.3
	S2-073876
	P-CR
	Interoperation Non-roaming Scenario with pre-Rel-8 SGSNs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	The paper proposes a normative annex describing the interoperation with pre-Rel-8 SGSNs. And it proposes a non-roaming scenario for interworking with pre-Rel-8 SGSNs.
	agreed

revision of S2-073572


	8.3.3
	S2-073573
	P-CR
	Interoperation RAU Flow with pre-Rel-8 SGSNs
	Nokia Siemens Networks, Nokia
	23,401
	SAES
	The paper proposes how to document procedures for interoperation with pre-Rel8 SGSNs. And it proposes a MME to 2G Rel-8 SGSN Routeing Area Update information flow.
	noted

Agreement to use the documentation style proposed as the basis to draft interoperation flows

	8.3.3
	S2-073597
	P-CR
	Diameter protocol for S6a
	NTT DoCoMo
	23,401
	SAE
	This contribution proposes the use of Diameter protocol for S6a independent from the decision for pre-rel8 interworking.
	

	8.3.3
	S2-073601
	P-CR
	Interworking with pre-R8: migration aspects and way forward
	Alcatel-Lucent
	-
	-
	This paper studies the migration aspects when an operator wants to add LTE/EPC to its existing 2G/3G network with regards to the architecture.
	revised to S2-073832

	8.3.3
	S2-073832
	P-CR
	Interworking with pre-R8: migration aspects and way forward
	Alcatel-Lucent
	-
	-
	This paper studies the migration aspects when an operator wants to add LTE/EPC to its existing 2G/3G network with regards to the architecture.
	Noted

Supports conclusion of 3800

revision of S2-073601


	8.3.3
	S2-073627
	LS In
	LS (from CT WG4) on SAE Interworking with Pre-REL8 system
	CT WG4 (C4-071351)
	-
	-
	Rel-8
	revised to S2-073799

	8.3.3
	S2-073799
	LS draft
	Reply LS (from CT WG4) on SAE Interworking with Pre-REL8 system
	(Huawei)
	-
	-
	Rel-8
	return

reply to S2-073627
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