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Abstract of the contribution:

This contribution provides the requirements for the support of local breakout in the evolved packet system when 3GPP and non 3GPP accesses are used (i.e. in 3G TS 23.402)
Background

Contribution S2-072982 was agreed in Orlando providing text for LBO architectural requirements.

This contribution extends this to 3G TS 23.402 specifications, where support of non 3GPP accesses is foreseen also.

Proposal

It is proposed the following change is accepted for section 4.1 of 3G TS 23.402,

<<< BEGIN OF CHANGE TO 23.402 >>>

4.1 General concepts
<This section explains high-level architecture of EPS enhancements>
The EPS shall support IETF based network-based mobility management mechanism (e.g., PMIP) and host-based mobility management mechanism (e.g., MIP) over S2 reference points.
The EPS shall support IETF based network-based mobility management mechanism (e.g., PMIP) over S5, and S8b reference points.
The mobility management procedures specified to handle mobility between 3GPP and non 3GPP accesses shall include mechanisms to minimize the handover latency due to authentication and authorization for network access. This applies to UEs either supporting simultaneous radio transmission capability or not supporting it.
Editor's note: A solution for overlapping home IPv4 address ranges is needed.

The EPC shall support local breakout of traffic whether a roaming subscriber is accessing the EPC via a 3GPP or a non 3GPP access network according to the design principles described in section 4.1 of 3G TS 23.401[4]
-
<<< END OF CHANGE TO 23.402 >>>
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