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Introduction
This paper provides a text to provide details of physical realization of the ICCF with the L-CAAF-n approach.
Proposal/Recommendation
Add the following text/change to the Section 6.3.1 of TR 23.892.

*** Begin New Text ****
6.3.1.3
Physical realization of ICCF with L-CAAF-n approach
The following figure illustrates the physical realization of the ICCF with the L-CAAF-n approach for non ICS UE.
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Figure x: Realization of ICCF; L-CAAF-n approach for non ICS UE

  
Editor’s note: Details of session control procedures on I4 are FFS.
The ISC interface is used for realization of the I2 reference point.

*** End New Text  ***
*** Begin Change ***
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CAAF
CS Access Adaptation Function

ICCC
IMS CS Control Channel

I1-cs
IMS CS Control Channel implemented over the CS domain

I1-ps
IMS CS Control Channel implemented over the PS domain
ICS
IMS Centralized Services

ICCP
IMS CS Control Protocol

ICCF
IMS CS Control Function

L-CAAF
Local CS Access Adaptation Function

L-CAAF-n
Local CS Access Adaptation Function-network equivalent

RUA
Remote User Agent

R-CAAF
Remote CS Access Adaptation Function

VCC
Voice Call Continuity

*** End Change ***
3GPP

SA WG2 TD


_1249824487.ppt










non ICS UE

ISC

         ICCF

MGCF

A/Iu

ISUP

HSS

Sh

Mj

CSCF

Ma

RUA

VMSC

Cx

L-CAAF-n

I4









NERTEL











