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Abstract of the contribution:

The paper proposes consider what EPS updates could be included into Rel-8 version of TS 23.060. 
Introduction

It is under evaluation how to document the user plane and related signalling between Rel-8 SGSN and 3GPP Anchor function of Serving GW (information flows across S4 interface), the Iu-mode user plane tunnelling with or without Direct Tunnel (S12 interface) and the A/Gb mode user plane tunnel (S4 interface). 
Two alternatives are possible either copy more procedures from 3GPP TS 23.060 to TS 23.401 or update the Rel-8 version of TS 23.060 to describe this functionality. The procedures where LTE access is involved can be kept all in TS 23.401 (i.e. the intersystem handovers to/from LTE).
As these changes will impact to many flows in TS 23.060, it is important to make a working assumption what kind of Direct Tunnel solution will be specified for Rel-8 i.e. same as in Rel-7 or new enhanced Rel-8 solution e.g. as the “GGSN Proxy” outlined in TR 23.809 or something else. 
Discussion and Proposal

Attached draft 23.060 CR show how GPRS Attach and Detach functions are impacted when SGSN has established EPS bearers via 3GPP Anchor function of Serving GW (S4 interface). 
It is proposed to discuss these example flows and decide whether it is seen useful to document the control and mobility support between Rel-8 SGSN and 3GPP Anchor function of Serving GW (information flows across S4 interface) in TS 23.060.

Before start prepare more CR’s it is proposed to make a working assumption regarding the Direct Tunnel solution for Rel-8.
If the documentation principles regarding TS 23.060 can be agreed Nokia Siemens Network is willing to start prepare CR’s that covers other sections of TS 23.060.
Attachments
1) Proposed changes to GPRS Attach and Detach procedures (23.060  clauses 6.5 and 6.6)
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