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Abstract of the contribution: this contribution provides initial input to the section on information storage (section 5.7) in 23.402
Introduction

One of the aspects to be documented in 23.402 is the information storage required in each node of the EPS, this contribution fulfils this role.

Proposal

It is proposed to include the following text in 23.402.

5.7 Information Storage
This clause describes information storage structures required for the EPS when non-3GPP accesses are deployed
5.7.1
HSS
The data held in the HSS when non 3GPP accesses are not used is defined in 3G TS 23.401 [4]

The additional  data held in the HSS when non 3GPP accesses are used is defined in Table x here below.

Table x: HSS EPS Data (additional aspects for non 3GPP accesses )
	Field
	Description
	status

	Serving node IP address
	The IP address of the node serving the UE in the current Non 3GPP system.
	

	Current access system RAT Type
	RAT type of the Last known access system
	FFS

	QoS profile per access 
	The quality of service profile subscribed for a particular access for a specific APN
	FFS

	ODB 
	Indicates that the status of the operator determined barring for a specific access.
	FFS

	Access Restriction
	Indicates the access restriction subscription information. 
	FFS


Editor’s note: the”Status” columns will be removed when the FFS’s are resolved”
5.7.2
MME
Information storage for the MME is described in 3G TS 23.401[4].

Editors note: any additional Parameters stored in MME for non 3GPP accesses are FFS
3GPP

SA WG2 TD


