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Figure 4.2.3-4: Roaming Architecture for EPS using S5, S2a, S2b – Local Breakout

NOTE:
The two Rx+ instances in Figure 4.2.3-4 apply to different application functions in the HPLMN and VPLMN.

The following are some considerations for the interfaces:

-
S7c is used only in the case of PMIP based S5.

-
S9/S7a is used when the Trusted non-3GPP Access network is owned by the same operator.

-
S9/S9 (Chained) is used instead of S9/S7a to the Trusted non-3GPP Access network not owned by the HPLMN or VPLMN Operator.

-
S7a or S9 are terminated in the Trusted non-3GPP Accesses if supported.


[image: image2]
Figure 4.2.3-5: Roaming Architecture for EPS using S5, S2c – Local Breakout

NOTE:
The two Rx+ instances in Figure 4.2.3-5 apply to different application functions in the HPLMN and VPLMN.

The following are some considerations for the interfaces:

-
S7c is used only in the case of PMIP-based S5.

-
S9/S7a is used when the Trusted non-3GPP Access network is owned by the same operator.

-
S9/S9 (Chained) is used instead of S9/S7a to the Trusted non-3GPP Access network not owned by the HPLMN or VPLMN Operator.

-
S7a or S9 are terminated in the Trusted non-3GPP Accesses, if supported.

4.5
Reference Points

4.5.1
List of Reference Points
The description of the reference points:

S6c:
It is the reference point between PDN Gateway and 3GPP AAA server/proxy for mobility related authentication if needed. This reference point may also be used to retrieve and request storage of mobility parameters. This reference point may also be used to retrieve static QoS profile for a UE for non-3GPP access in case dynamic PCC is not supported.
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