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Abstract of the contribution: 

This contribution proposes the addition of the subscriber type to the related EPS procedures, in line with RAN2’s specification of this parameter for the eNB.
Introduction

RAN2 have added the parameter “subscriber type” to 3GPP TS 36.300.  This parameter is envisaged to assist the eNB in RRC configuration based on an operator classification of the subscriber.  The intended use of the parameter was also described in S2-074287 provided to the last SA2 meeting.
As suggested by the parameter name and the above functional descriptions, the parameter shall be part of the subscriber profile, and be applied globally to the subscriber, i.e. for all his IP-CAN sessions and bearers when using LTE access.  Consequently, it has to be stored in the HSS, and delivered via the S6 reference point to the MME and further via S1 to the eNB.  Hence the related EPS procedures (E-UTRAN Initial Attach, Service Request, Insert HSS User Profile, and Inter eNodeB handover with CN node relocation) need to be enhanced to accommodate this parameter.
Note that RAN2 are in the process of specifying the details and use cases for this parameter in the eNB.  It is expected that the outcome of this effort will satisfy SA2’s requests expressed in LS S2-074748 sent from the last meeting.  Note further that, in order to specify this functionality completely and consistently, the parameter not only needs to be added to the S1 protocol specification but also to the X2 Handover procedures, requiring changes to specifications under RAN3’s responsibility.
Proposal

It is proposed to 
· add the “subscriber type” parameter to the related EPS procedures as described above;

· liaise with RAN2 and RAN3 to inform them about SA2 progress in this matter and point RAN3 to the necessary actions in order to assure specification completeness and consistency.
Consequently, the following changes against TS 23.401 are proposed.  Furthermore, a draft LS as proposed above is provided in S2-075073.
********* Start of changes ***************
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