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Abstract of the contribution: This contribution proposes eNodeB Initiated Dedicated Bearer Deactivation procedure.
1. Introduction
It is agreed in RAN3 that eNodeB can initiate SAE Bearer Release. The eNodeB controls the radio resources, so it should be allowed to release one or more EPS bearers. Hence in this contribution we propose eNodeB Initiated Dedicated Bearer Deactivation procedure and to add it in 23.401.
2. Proposal
We propose the followings to be included in TS 23.401.

*********start of 1st change*************
5.4.4.2
MME Initiated Dedicated Bearer Deactivation 

MME initiated Dedicated Bearer Deactivation is depicted in Figure 5.4.4-2 below. This procedure deactivates dedicated bearers. Default bearers are not affected.
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Figure 5.4.4.2-1: MME-initiated Dedicated Bearer Deactivation
NOTE:
For a PMIP-based S5/S8, procedure steps (A) are defined in 3GPP TS 23.402 [2]. Steps 2 and 3 concern GTP based S5/S8
0.
The eNodeB sends the Bearer Release Request (EPS Bearer Identity) message to the MME if the eNodeB determines to drop some Dedicated EPS bearers during exceptional radio resource limitations (e.g, the eNodeB receives dedicated bearer activation request with higher ARP value) 
1.
The MME sends the Request Dedicated Bearer Deactivation (PTI, EPS Bearer Identity) message to the Serving GW to deactivate the selected dedicated bearers. The Procedure Transaction Id (PTI) parameter in this step and in the following step is only used when the procedure was initiated by a UE Requested Bearer Resource Release Procedure - see clause 5.4.6.
2.
The Serving GW sends the Request Dedicated Bearer Deactivation (PTI, EPS Bearer Identity) message to the PDN GW.

3.
If PCC infrastructure is used, the PDN GW informs the PCRF about the loss of resources. 

4.
The PDN GW Initiated Dedicated Bearer Deactivation Procedures (according to sub-clause 5.4.4.1) is invoked.
*********end of 1st change**************
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4. PDN GW Initiated Dedicated Bearer Deactivation Procedure
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