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	Current specifications assumes that the handling of incoming sessions for a wildcarded PUI is managed by the IP PBX. Which has very strong ilmpacts and requires upgrades on current deployed PBXes  in the operator network
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	For the scenarios where the wildcarded public user identity is used, the S-CSCF generates a new R-URI, formed with the user part of the original Request URI and the host part of the contact address.
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*** START OF MODIFICATION ***

4.3.3.2b
Wildcarded public user identity

It shall be possible to support a wildcarded public user identity. A wildcarded public user identity expresses a set of public user identities grouped together. It shall be possible to include and express the wildcarded public user identity in the implicit registration set according to Clause 5.2.1a. 

The implicit registration of a wildcarded public user identity shall be handled in the same manner as the implicit registration of a distinct public user identity from a network perspective, with only one service profile associated to the wildcarded public user identity.

When the value of a public user identifier matches what is expressed as an implicitly registered wildcarded public user identity and there is no better match, then the procedures are the same as in the case that the identifier matches an implicitly registered distinct public user identity.

For terminating requests, when the value of a public user identifier matches what is expressed as a wildcarded public user identity, the user part of the public user identity shall be included in the Request-URI sent from the terminating S-CSCF to the terminating P-CSCF. 
*** END OF MODIFICATION ***
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