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This sheet lists the sections that are changed in the attached revision marked version of 23.401 v1.3.1.

The changes implement the consequences of S2-075648 (“GUTI”) (now revised to S2-075726) and S2-075457 (“EMM states”). 
The changes to the rest of 23.401 due to S2-075457 can easily be identified by searching on “EMM” or on “ECM”.
Changes to the rest of 23.401 due to S2-075726 (small revision of S2-075648)
Implementation of these changes in 5648 showed that a small update 5648 would be beneficial (ie to have an ID that represented MCC+MNC+MME Identifier). This also revealed a separate error in 5648. Hence it is proposed to update 5648 to 5726.
Some more questionable changes are highlighted in yellow below.
3
Abbreviations 

5.3.2.1
E-UTRAN Initial Attach

5.3.3.1
Tracking Area Update procedure with MME and Serving GW change

5.3.3.2.1
UTRAN Iu mode to E-UTRAN Tracking Area Update

5.3.3.2.2
E-UTRAN to UTRAN Iu Mode Routeing Area Update

5.3.3.3.1
GERAN A/Gb mode to E-UTRAN Tracking Area Update

5.3.3.3.2
E-UTRAN to GERAN Routeing Area Update

5.3.4.1
UE triggered Service Request

5.3.7
GUTI Reallocation procedure

5.3.8.2
UE-initiated Detach procedure

5.4.5
UE requested bearer resource allocation

(in 5.4.5, S-TMSI is added to the first message. An alternative is to mandate that this step is preceded by the Service Request procedure).
5.4.6
UE Requested Bearer Resource Release

(in 5.4.6, S-TMSI is added to the first message. An alternative is to mandate that this step is preceded by the Service Request procedure).
5.5.1
Inter eNodeB handover with CN node relocation

5.5.2.1.3
Execution phase

Step 18 deletion of MSC TMSI from RAU accept.
5.5.2.2.3
Execution phase

Step 19 deletion of MSC TMSI from RAU accept.
5.5.2.3.3
Execution phase

Step 21 deletion of MSC TMSI from RAU accept.
5.5.2.4.3
Execution phase
5.6.2
MME information storage
In the text from S2-075432, we plan to make the following change: 

	M-TMSI
	Temporary Mobile Subscriber Identity that identifies the UE within that MME...
	


5.10.2
UE requested PDN connectivity

No changes made here, but, it is not clear how the mobile gets into Active mode. This may need updating dependent upon the discussion on 5.4.5/5.4.6 above.
C.3.2.1
Pre-Rel 8 UTRAN Iu mode to E-UTRAN Tracking Area Update

C.3.2.2
E-UTRAN to UTRAN Iu Mode Routeing Area Update
C.3.5
MME to 2G SGSN Routeing Area Update

C.3.6
Pre Rel8 2G SGSN to MME Tracking Area Update

