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Start of 1st change

8.2.2
3GPP Access to Trusted Non-3GPP IP Access Handover with PMIPv6 on S2a
The steps involved in the handover from 3GPP Access connected to the EPC to trusted non-3GPP IP access are depicted below for the case of non-roaming, roaming with home routed traffic, roaming with local breakout and roaming with anchoring in the Serving Gateway in the VPLMN. It is assumed that while the UE is served by the 3GPP Access, a PMIPv6 or GTP tunnel is established between the S-GW and the PDN GW in the evolved packet core.
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Figure 8.2.2-1: Handover from 3GPP Access to Trusted Non-3GPP IP Access with PMIPv6 on S2a and PMIPv6 or GTP on S5 interface

NOTE:
In case of connectivity to multiple PDNs, steps 7 to 11 are repeated for each PDN the UE is connected to. Other impacts related to the handover for multiple PDNs are described in Section 8.1.
Editor's Note:
Text regarding roaming considerations to be provided here.
1)
The UE is connected in the 3GPP Access and has a PMIPv6 or GTP tunnel on the S5 interface.

2)
The UE discovers the trusted non-3GPP IP access system and determines to transfer its current sessions (i.e. handover) from the currently used 3GPP Access to the discovered trusted non-3GPP IP access system. The mechanisms that aid the UE to discover the trusted non-3GPP IP access system, are specified in Section 4.8 (Network Discovery and Selection).
3)
The UE performs access authentication and authorization in the non-3GPP access system. The 3GPP AAA server authenticates and authorizes the UE for access in the trusted non-3GPP system. The 3GPP AAA server queries the HSS and returns the PDN-GW address to the trusted non-3GPP access system at this step (upon successful authentication and authorization).

PDN GW address selection is as described in the clause section 4.5.1 of this specification.

4)
After successful authentication and authorization, the L3 attach procedure is triggered.

5)
The entity in the Trusted non-3GPP IP Access performing the bearer binding sends an " Gateway Control Session Establishment" message to the PCRF(Information contained is FFS) to obtain the rules required for the gateway in the Trusted non-3GPP IP Access to perform the bearer binding for all the active sessions the UE has established as a result of the L3 Attach procedure in the Trusted non-3GPP IP Access.
Editor's Note:
The IP Address that the UE has had in the 3GPP system should be known to the entity in the Trusted non-3GPP IP Access performing the bearer binding at this stage. The mechanism that the IP Address will be known to the Serving GW is FFS.

6)
The PCRF sends to the entity in the Trusted non-3GPP IP Access performing the bearer binding an " Acknowledge Gateway Control Session Establishment" message including QoS policy rules enabling gateway in the Trusted non-3GPP IP Access to perform the bearer binding. In the case of roaming the "Acknowledge Gateway Control Session Establishment" message is relayed from PCRF in the HPLMN through the PCRF in the VPLMN to the entity in the Trusted non-3GPP IP Access performing the bearer binding.


If the updated PCC rules require establishment of dedicated bearer for the UE, the establishment of those bearers take place before step 7. It is FFS how the establishment of the default and dedicated bearers is synchronized.
7)
The entity in the Trusted non-3GPP IP Access acting as a MAG sends a PMIPv6 Proxy Binding Update message.
Editor's Note:
How the Proxy Binding Update message is secured is FFS.

8)
The PDN GW requires configuration for enforcing policy, the PDN GW sends an "Modification of IP-CAN session " message to the PCRF.
9)
The PDN GW has requested an IP CAN session, the PCRF responds to the PDN GW with an "Acknowledge IP-CAN session Modification" message. This message includes the Policy and Charging rules provisioned to the PDN GW.
10)
The PDN-GW may interact with the 3GPP AAA server to perform authorization function, e.g. authorization of the new MAG.

11)
The PDN GW processes the proxy binding update and updates the binding cache entry for the UE. It confirms the IP address(es) for the UE sending a "Proxy Binding Acknowledgement (PBA)" to the MAG function in Trusted Non-3GPP IP Access, including the IP address(es) allocated for the UE.
12)
L3 attach procedure is completed at this point. The IP address(es) assigned to the UE by the PDN-GW is conveyed to the UE.
13)
The PMIPv6 tunnel is set up between the Trusted Non-3GPP IP Access and the PDN GW. The UE can send/receive IP packets at this point.
14)
The PDN GW triggers the bearer release in the 3GPP Access using the PDN GW initiated Bearer Deactivation procedure. Radio Bearers associated with the PDN address are released if existing.
End of 1st change
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