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Abstract:
This document proposes to add the normative requirement of the interworking between H.245 and SIP/SDP for handling multimedia in ICS to TR 23.892 “7.6 Conclusion on handling of multiple media for IMS Centralized Services”.
Introduction:
In TR 23.892 “7.6 Conclusion on handling of multiple media for IMS Centralized Services”, it is concluded that “Bi-directional video may be transmitted multiplexed with speech over CS access (BS30) only in case UTRAN is used as access network and based on operator policy and UE capabilities.” And as specified in TS 29.163, to support the multimedia interworking between IMS and CS networks, the interactions between H.245 and SIP/SDP shall be handled by the MGCF and IM MGW. And similarly, to support multimedia call in the enhanced MSC‑Server approach, the enhanced MSC server and MGW shall provide the interworking between H.245 and SIP/SDP. So the present document proposes to add the normative requirement of the interworking between H.245 and SIP/SDP for handling multimedia in ICS to the conclusion “7.6 Conclusion on handling of multiple media for IMS Centralized Services”. 

Proposed Changes
It is proposed to make the following modification in TR 23.892 7.6 Conclusion on handling of multiple media for IMS Centralized Services.
*** start of change 1 *** 
2 References
[z]
3GPP TS 29.163: "Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks ".
*** end of change 1 *** 
*** start of change 2 *** 
7.6
Conclusion on handling of multiple media for IMS Centralized Services
Speech media of a session may be transmitted over CS access. Bi-directional video may be transmitted multiplexed with speech over CS access (BS30) only in case UTRAN is used as access network and based on operator policy and UE capabilities. Video and other media components of a session may also be transmitted via PS access. 
When multiple media such as bi-directional video multiplexed with speech are transmitted over CS access, for the SIP Application Server approach with I1-ps and I1-cs, the interworking between H.245 and SIP/SDP shall be done by the MGCF and IM MGW as described in TS 29.163[z]; for the enhanced MSC‑Server approach, similarly, the enhanced MSC server and MGW shall provide the interworking between H.245 and SIP/SDP.
Service continuity for multimedia call is handled within the MMSC study.
*** end of change 2 *** 
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