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7.5
Detach for S2c in Un-trusted Non-3GPP IP Access

7.5.1
General

This section is related to the case when a DSMIPv6 detach procedure is performed. The Detach procedure allows:

-
the UE to inform the network that it does not want to use S2c any longer, and 

-
the network to inform the UE that it does not have access to the EPS through S2c any longer.

The UE is detached either explicitly or implicitly:

-
Explicit detach: The network or the UE explicitly requests detach and signal with each other.

-
Implicit detach: The network detaches the UE, without notifying the UE. This is typically the case when the network presumes that it is not able to communicate with the UE, e.g. due to radio conditions.

7.5.2 
UE-initiated Detach Procedure

The Detach procedure when initiated by the UE is illustrated in Figure 7.5.2-1. In the non-roaming case, none of the optional entities in figure 7.5.2-1 are involved. The optional entities are involved in other cases.  


[image: image1]Figure 7.5.2-1: UE-initiated S2c detach procedure

In the roaming cases, however, the 3GPP AAA Proxy relays all interaction between the 3GPP AAA Server in the hPLMN and the PDN GW in the vPLMN. 

1.
If the UE wants to terminate a S2c session, it shall send a de-registration Binding Update (Lifetime=0, IP Addresses (HoA, CoA)) message to the PDN GW as specified in [10].  The PDN GW may support multiple PDN connectivity.  The (HoA, CoA) pair will disambiguate any over overlapping IP address space to allow the PDN GW to detach the UE from the correct PDN.
2.
The PDN GW shall send a Binding Acknowledgement to the UE as specified in [10]

3.
UE initiates IKEv2 tier down procedure, for the removal of the security association

4.
The PDN GW informs the AAA Server/HSS to remove the PDN GW address information for the UE.

7.5.3 
HSS-initiated Detach Procedure

The Detach procedure when initiated by the HSS/AAA is illustrated in Figure 7.5.3-1.


[image: image2]
Figure 7.5.3-1: AAA/HSS-initiated detach procedure

In the Local breakout case (Figure 4.2.3-6), the 3GPP AAA Proxy relays all interaction between the 3GPP AAA Server in the hPLMN and the PDN GW in the vPLMN. 

1.
If the HSS/AAA wants to request the immediate termination of a S2c session for a given UE, it shall send a Session Termination message to the PDN GW.

2.
In the explicit detach procedure the PDN GW shall send a detach request message as specified. In the implicit detach procedure this step is omitted.

3.
In the explicit detach procedure, the UE shall acknowledge the detach request. In the implicit detach procedure this step is omitted. 

NOTE: 
How the detach request and acknowledge messages are implemented is a stage 3 detail.  

4.
UE initiates IKEv2 tier down procedure, for the removal of the security association

5.
The PDN GW shall acknowledge the termination of the S2c session to the AAA. 
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