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	Reason for change:
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	SA1 has approved the following requirements (see CR0060 to TS 22.228 Rel-8, document S1-071780):

The Operator of an IMS infrastructure may base the implementation on IPv4 only, IPv6 only or both. The choice is an operator option.

The IMS may support UEs using IPv4 only, IPv6 only or both at an IP-based User-Network Interface. The choice is an operator option. 

It is needed to align TS 23.228 to SA1 requirements.

	
	

	Summary of change:
(

	Introduced the support to both IPv4 and IPv6 for the connection to the IM CN subsystem.
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not approved:
	Misalignemt with 3GPP Stage 1 and with TISPAN specification that allows NGN operators to support both infrastructure and customer equipment using any kind of IP version (IPv4 only, IPv6 only or both).
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E.5
IP version interworking in IMS
A PDP context & its associated additional PDP contexts (i.e. PDP contexts associated to the same IP address/prefix) support either PDP type IPv4 or IPv6. For communication with the IMS, the UE establishes an IPv4 PDP context or an IPv6 PDP context. Termination of this PDP context will normally trigger de-registration of IMS application first. Hence, the PDP context that has been established for IMS communication must be retained for the UE to establish a SIP session via the IMS with an IPv4 SIP client.

As such, any interworking on IP version on the application level (i.e. IMS & SIP) need to work with the architecture requirement from GPRS of maintaining the IP connectivity over GPRS by maintaining the PDP contexts.

A user may be connected either to a home GGSN or a visited GGSN depending on the configuration as specified in TS 23.221 [7].
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