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Begin First Change: 3GPP TS 23.402
7.4
Detach for S2b

7.4.1
UE/ePDG-initiated Detach Procedure with PMIP

UE/ePDG-initiated detach procedure with PMIPv6 is illustrated in Figure 7.4.1-1. The UE can initiate this procedure, e.g. when the UE is power off. The ePDG can initiate this procedure due to administration reason or the IKEv2 tunnel releasing.
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Figure 7.4.1-1: UE/ePDG-initiated detach procedure with PMIPv6

NOTE:
AAA proxy and vPCRF are only used in the case of home routed roaming (Figure 4.2.3-1) and local breakout (Figure 4.2.3-5).

1)
IKEv2 tunnel release triggers PMIP tunnel release.



2)
The MAG in the ePDG sends a Proxy Binding Update message to the PDN GW with lifetime value set to zero, indicating PMIP de-registration.

3)
The PDN GW informs the AAA Server/HSS to remove the PDN GW address information for the UE.

4)
The PDN GW deletes the IP CAN session associated with the UE and sends an Indication of IP CAN Session Termination message to the PCRF.

5)
The PCRF sends an Acknowledge IP CAN Session Termination message to the PDN GW.

6)
The PDN GW deletes all existing entries for the indicated HoA from its Binding Cache and sends a Proxy Binding Ack message to the MAG in the ePDG. The PDN GW sends a Proxy Binding Ack message to the ePDG.

7)
Non-3GPP specific resource release procedure is executed.
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