SA WG2 Temporary Document

Page 1
-


3GPP TSG SA WG2 Meeting #62
TD S2-080893
Marina Del Rey, California, USA

14 - 18 January 2008

Source:
Alcatel-Lucent
Title:
Emergency calls support for an ICS UE
Document for:
Approval
Agenda Item:
9.7.4.2
Work Item / Release:
IMS_CSC/Release 8
Abstract of the contribution:

Introduction

During discusion of contribution S2-080540 at the current meeting the IMS_SWG reach a partial conclusion on the support of emergency calls for an ICS UE when using I1-cs, and it was agreed to document this partial conclusion.

If the UE is not able to detect that the user wants to make an emergency call (e.g. because the destination number or URI  is not recognised by the UE as an emergency number or emergency URI) then according to TR 23.892 version 1.4.1 the UE will use one of the following I1-cs origination procedures: -
1. As described in 6.6.3.1.1.1: CS Setup containing ICCF DN, followed by an ICCP message containg the B-Party

2. As described in 6.6.3.1.1.2: An ICCP message containing the B-party and the ICCF id, followed by CS Setup containing the ICCF IMRN

3. As described in 6.6.3.1.1.3: CS Setup containing the ICCF DN, followed by an ICCP message containing the ICCF IMRN and B-Party id
4. As described in 6.9.1: Only a CS Setup (containing the B-Party id) is sent. CAMEL is used to redirect the call towards the ICCF
In cases 1, 2 and 3 the CS network, ie the (V)MSC, sees only the ICCF DN, since the ICCP is carried transparently. For this reason, existing CS procedures cannot be applied. The call will not be identified and treated as an emergency call.
In case 4 the CS Setup contains the B-Party number and will be handled as per existing CS procedures. Specifically, CAMEL triggers are not supported and so the CS Setup will be treated as any other CS Setup, and if it is identified as an emergency call it will be handled accordingly.
Conclusion
The Setup message used in CS origination procedures should contain the B-Party number whenever an E.164 number is dialled so that the MSC can analyse the B-party digits and so detect any undetected emergency calls.

Proposed changes
**** Start of change ****

7.3.2
Conclusion on the use of I1-cs

7.3.2.1
Conclusion on the use of I1-cs to initiate the first ICS UE session
Operator policy may decide on one of the following two alternatives:
EITHER 
-
To always use ICCP with I1-cs in conjunction with 3GPP TS 24.008 signaling

OR
 -
To use CAMEL signalling in conjunction with 3GPP TS 24.008 signaling for call origination, if no IMS parameters (such as SIP URI) need to be sent by the originating party

-
To use standard CS call termination if no IMS parameters (such as SIP URI) need to be sent to the terminating party
-
To use ICCP with I1-cs in conjunction with 3GPP TS 24.008 signaling if IMS parameters (such as SIP URI) need to be exchanged.
The Setup message used in CS origination procedures should contain the B-Party number whenever an E.164 number is dialled so that the MSC can analyse the B-party digits and so detect any undetected emergency calls.
**** End of change ****

3GPP

SA WG2 TD


