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	A default PDN is defined as a PDN which is selected by default among the subscribed PDNs according to the subscription data during the Attach procedure. While attached in E-UTRAN, the UE shall have PDN connectivity to one of the subscribed PDNs at least.  The UE may disconnect this default PDN connectivity.
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*** Start of 1st Change ***

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

MME Pool Area: An MME Pool Area is defined as an area within which a UE may be served without need to change the serving MME. An MME Pool Area is served by one or more MMEs ("pool of MMEs") in parallel. MME Pool Areas are a collection of complete Tracking Areas. MME Pool Areas may overlap each other.

Serving GW Service Area: A Serving GW Service Area is defined as an area within which a UE may be served without need to change the Serving GW. A Serving GW Service Area is served by one or more Serving GWs in parallel. Serving GW Service Areas are a collection of complete Tracking Areas. Serving GW Service Areas may overlap each other.
Default PDN: A default PDN is defined as a PDN which is selected by default among the subscribed PDNs according to subscription data during the Attach procedure. While attached in E-UTRAN, the UE shall have PDN connectivity to one of the subscribed PDNs at least.  The UE may disconnect default PDN connectivity.
*** End of Change ***
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