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Start 1st Change
3
Definitions and abbreviations

In addition to the abbreviations given in the remainder of this clause others are listed in TR 21.905 [1a].

The definitions of the entities of the mobile system are given in the next subclause.

 [...]
3.8
Location Area (LA)

The Location Area (LA) is defined as an area in which a mobile station may move freely without updating the VLR. A location area may include one or several cells.

3.9
Routing Area (RA)

The Routing Area (RA) is defined as an area in which a mobile station, in certain operation modes, may move freely without updating the SGSN. A routing area may include one or several cells. A RA is always contained within a location area.

3.10
MSC area

The MSC area is the part of the network covered by an MSC. An MSC area may consist of one or several location areas. An MSC area may also consist of one or several BSC areas.

3.11
VLR area

The VLR area is the part of the network controlled by a VLR. A VLR area may consist of one or several MSC areas.

3.12
SGSN area

The SGSN area is the part of the network served by an SGSN. An SGSN area may consist of one or several routing areas. An SGSN area may also consist of one or several BSC areas. There need not be a one to one relationship between SGSN area and MSC/VLR area.

[...]

3.16
Pool-area

A pool area is an area where Intra Domain Connection of RAN Nodes to Multiple CN Nodes is applied. Within a pool-area an MS may roam without need to change the serving Core Network (CN) node. A pool-area is served by one or more CN nodes in parallel.
3.17
extra Area (XA)

The extra area may include one or several cells and XA is configurable to specific geographical area spot by spot. An extra area is always contained within a VLR area in certain network operation mode. An extra area is always contained within a SGSN area in certain network operation mode. 
Multiple XAs may be grouped together and form one registration area containing multiple XAs, XA list. XA list for the CS and of the PS domain may be configured independently with the granularity of each XA. The registration area consisted of multiple XAs for PS domain is always contained within a registration area consisted of multiple XAs for CS domain. Within a XA list, mobile station may move freely without updating the VLR/SGSN.
End 1st Change
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