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*** Start of First Change ***

4.8.2
Network Elements

4.8.2.1
Access Network Discovery and Selection Function (ANDSF)

It contains data management and control functionality necessary to provision network discovery and selection assistance data as per operators' policy. The ANDSF is able to initiate data transfer to the UE, based on network triggers, and respond to requests from the UE. 
The ANDSF shall be able to limit the type or amount of the network information to be provided to a UE depending on the location, profile and network access authorization status of the UE.
The ANDSF may be able to provide upon request, the following information to the UE:

· Operators’ policy relating to Network Discovery. 

· Operators’ policy relating to Network Selection (e.g. Operators’ Preferred Networks)

· The PLMN, or PLMNS, the non 3GPP Access network provides access to

· Neighboring Access networks information with respect to the UE location. This information may include Access Network type (e.g. WiMAX), access network identifier (e.g. BSSID, BSID). 

· Roaming partners networks 

· Capabilities of the access networks (e.g. Emergency Service Support, QoS support), 

· Network Configuration information for the non-3GPP networks (e.g. FA address, DHCP Server address) 
NOTE:
The usage of ANDSF capabilities is intended for scenarios where access-network level solutions are not sufficient for the UE to perform Network Discovery and Selection of non-3GPP technologies according to operator policies.

*** End of First Change ***

