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Magnus & Liu & Gavin Drafting Notes
Load Balancing
It is agreed to draft 3 CRs for weight factor in normal load-balancing, off-loading and overload handling.
CS Fallback
Some important requirements are agreed. It is agreed to send an LS to SA1 asking of the caller number requirement and expected user experience.

It is also agreed to send an LS to SA1 asking their views on SMS service provision over E-UTRAN.
It shall be discussed in the Plenary whether to send CS Fallback TS 23.cde for information. If agreed, it is proposed to open the following document.
Cover Sheet of CS Fallback TS 23.cde (S2-081694)

RED
A new alternative 4 is agreed.

Problem in the border of the pool area is identified as drawback of current alternative 1 and alternative 2.

Possible enhancement to alternative 3 is agreed.

Possible enhancement to alternative 1 and 2 is agreed and if one of the two alternatives is selected, it shall be decided whether to apply the enhancement.
AMBR per UE or per PDN
A number of documents in the drafting session were dependant on a decision on the AMBR issue. The drafting session did hovewer feel that a decision needed to be made in SA2 plenary. It’s suggested to open Tdoc S2-081514 and make a decision on the way forward.
PCC
Dealt with 2 docs allocated to agenda item 7 (S2-081512 and S2-081513)

Basic principles agreed to move forward on IP-CAN Type in S2-081766 and captures the following
Basic Agreements

· IPCAN type still exists

· PCRF needs to link different legs. One of: 

· Explicit indication (Mobility protocol info towards the PCRF)

· Implicit indication (e.g. info already available by other means)

· SDF Processing  at BBERF takes into account tunnel info

· QoS rules are independent of mobility protocol (Un-tunnelled – filter info)

· Pass tunnel info (PGW->PCRF->BBERF)

· RAT Type is 3GPP specific (access system characteristics) – applicability to others is FFS.

Agreed Documents

S2-081764 PCC CR
S2-081765 PCC CR
S2-081794 401 CR 
S2-081686 401 CR
S2-081687 401 CR
S2-081772 401 CR
S2-081143 401 CR 
S2-081156 401 CR 
S2-081773 401 CR 
S2-081774 401 CR 
S2-081170 401 CR 
S2-081216 401 CR 
S2-081780 401 CR 
S2-081781 401 CR 
S2-081782 401 CR 
S2-081335 401 CR 
S2-081784 401 CR 
S2-081785 401 CR 
S2-081253 401 CR

S2-081187 401 CR 
S2-081792 401 CR 
S2-081681 401 CR 
S2-081682 401 CR  
S2-081779 401 CR
S2-081261 401 CR 
S2-081798 401 CR 
S2-081778 CS Fallback 

S2-081278 RED
S2-081762 RED 
S2-081280 RED 
S2-081760 RED 
S2-081320 RED 
Documents to open in plenary
S2-081790 “Pre-Rel 8 procedure impact on S5/S8”
S2-081768 PCC CR
S2-081766 PCC “Principles”
S2-081767 PCC CR
S2-081904 PCC CR
S2-081514 “AMBR per UE or per PDN”

S2-081672 401 CR
S2-081100 401 CR
S2-081793 401 CR
S2-081796 401 CR 
S2-081797 401 CR 
S2-081795 401 CR
S2-081696 401 CR 
S2-081786 401 CR 
S2-081680 401 CR 
S2-081698 401 CR 
S2-081699 401 CR 
S2-081771 401 CR
S2-081757 401 CR 
S2-081775 401 CR 
S2-081776 401 CR 
S2-081777 401 CR 
S2-081783 401 CR 
S2-081787 401 CR 
S2-081791 401 CR
S2-081189 401 CR 
S2-081190 401 CR
S2-081150 401 CR 

S2-091693 CS Fallback 
S2-081691 CS Fallback 
S2-081799 CS Fallback 
S2-081694 CS Fallback 
S2-081789 CS Fallback 

S2-081761 RED 
S2-081763 RED 
	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	8
	52
	------
	3GPP System Architecture Evolution (SAE)
	------
	-
	-
	-
	-

	8.01
	0
	------
	High level functions (common high level functions for all accesses)
	------
	-
	-
	-
	-

	8.01.7
	19
	------
	PCC Updates to 23.203 (from both 23.401 and 23.402 functions)
	------
	-
	-
	-
	-

	8.01.7
	S2-081094
	DISCUSSION
	Adaption of the PCC procedures to accommodate the EPS architecture
	Ericsson
	-
	-
	Rel-8
	 

	8.01.7
	S2-081095
	CR
	23.203 CR0102: Generic procedures introduction and IP-CAN session establishment procedure for EPS
	Ericsson
	23,203
	0102
	Rel-8
	 Noted

	8.01.7
	S2-081096
	CR
	23.203 CR0103: Generic IP-CAN session termination procedure for EPS
	Ericsson
	23,203
	0103
	Rel-8
	 

	8.01.7
	S2-081097
	CR
	23.203 CR0062R3: Role of the vPCRF
	Ericsson
	23,203
	0062
	Rel-8
	 

	8.01.7
	S2-081098
	DISCUSSION
	Definition of IPCAN
	Ericsson
	-
	-
	Rel-8
	 Noted

	8.01.7
	S2-081099
	CR
	23.203 CR0104: Definition of IPCAN
	Ericsson
	23,203
	0104
	Rel-8
	 

	8.01.7
	S2-081110
	CR
	23.203 CR0105: Additional Procedures for PCC
	Samsung
	23,203
	0105
	Rel-8
	 Revised to: 1768

	8.01.7
	S2-081141
	DISCUSSION
	Discussion on IP CAN type and RAT type
	ZTE
	-
	-
	-
	 Withdrawn

	8.01.7
	S2-081161
	DISCUSSION
	Progressing PCC in Release 8: IP-CAN Type & RAT Type
	Qualcomm Europe
	-
	-
	-
	Revised to: 1655

	8.01.7
	S2-081215
	DISCUSSION
	Variants of S9
	Ericsson
	-
	-
	Rel-8
	 

	8.01.7
	S2-081229
	LS In
	LS from CT WG1: Network Initiated PDP Context from SA WG2
	CT WG1 (C1-080579)
	-
	-
	-
	 

	8.01.7
	S2-081311
	CR
	23.203 CR0107: Tunneled and untunneled PCC rules in Release 8
	Qualcomm Europe
	23,203
	0107
	Rel-8
	 Revised to: 1652

	8.01.7
	S2-081312
	CR
	23.203 CR0108: Usage of IPCAN type, RAT type and other identifiers in Release 8
	Qualcomm Europe
	23,203
	0108
	Rel-8
	 

	8.01.7
	S2-081313
	CR
	23.402 CR0124: Mobility Protocol Type in PCC signaling
	Qualcomm Europe
	23,402
	0124
	Rel-8
	 

	8.01.7
	S2-081314
	CR
	23.203 CR0109: Home operator control of PCC rules when AF is in the visited network
	Qualcomm Europe
	23,203
	0109
	Rel-8
	 

	8.01.7
	S2-081315
	DISCUSSION
	Policy Control, Local Breakout and Rx reference point
	Qualcomm Europe
	-
	-
	-
	 

	8.01.7
	S2-081416
	P-CR
	Discussion on new requirements for PCRF
	ZTE
	23,203
	-
	-
	 

	8.01.7
	S2-081417
	CR
	23.203 CR0110: Requirements for PCRF in roaming case
	ZTE
	23,203
	0110
	Rel-8
	 

	8.01.7
	S2-081512
	CR
	23.203 CR0112: Clarification for PCRF initiated IP-CAN session termination
	Nokia Siemens Networks, Nokia
	23,203
	0112
	Rel-7
	Revised to: 1764

	8.01.7
	S2-081513
	CR
	23.203 CR0113: Clarification for PCRF initiated IP-CAN session termination
	Nokia Siemens Networks, Nokia
	23,203
	0113
	Rel-7
	Revised to: 1765

	8.01.7
	S2-081530
	DISCUSSION
	On the usage of S9
	Nortel
	23,203
	-
	Rel-8
	 

	8.01.7
	S2-081652
	CR
	Revision of: S2-081311
	
	
	
	
	Revised to: 1767

	8.01.7
	S2-081655
	DISCUSSION
	Revision of: S2-081161
	
	
	
	
	Noted

	8.01.7
	S2-081764
	CR
	Revision of: S2-081512
	
	
	
	
	Approved

	8.01.7
	S2-081765
	CR
	Revision of: S2-081513
	
	
	
	
	Approved

	8.01.7
	S2-081766
	DISCUSSION
	Agreements on IPCAN Type
	Qualcomm Europe
	
	
	
	Return

	8.01.7
	S2-081767
	CR
	Revision of: S2-081652
	
	
	
	
	Return

	8.01.7
	S2-081768
	CR
	Revision of: S2-081110
	
	
	
	
	Return

	8.01.8
	8
	------
	Common aspects on Attach/Detach: Attach Type, IP address allocation, etc.
	------
	-
	-
	-
	-

	8.01.8
	S2-081059
	CR
	23.402 CR0011R1: Attach Type for 3GPP accesses
	Huawei
	23,402
	0011
	Rel-8
	 Revised to: 1672

	8.01.8
	S2-081060
	CR
	23.402 CR0012R1: Attach Type for Non-3GPP accesses
	Huawei
	23,402
	0012
	Rel-8
	 

	8.01.8
	S2-081061
	DISCUSSION
	Clarification on PCC aspect of attachment without IP allocation
	Huawei
	23,401
	-
	Rel-8
	 

	8.01.8
	S2-081062
	CR
	23.401 CR0114: PCC aspect of attachment without IP allocation
	Huawei
	23,401
	0114
	Rel-8
	 

	8.01.8
	S2-081100
	CR
	23.401 CR0118: AMBR per UE
	Ericsson
	23,401
	0118
	Rel-8
	Return 

	8.01.8
	S2-081102
	CR
	23.401 CR0019R3: Parameters used on PCRF interaction at attach (E-UTRAN)
	Ericsson
	23,401
	0019
	Rel-8
	 

	8.01.8
	S2-081363
	DISCUSSION
	TE PDN Connectivity
	Ericsson
	23.401, 23.402
	-
	Rel-8
	 

	8.01.8
	S2-081494
	CR
	23.401 CR0180: Definition of a PDN Connection
	Nokia, Nokia Siemens Networks
	23,401
	0180
	Rel-8
	 

	8.01.8
	S2-081672
	CR
	Revision of: S2-081059
	
	
	
	
	Return

	8.01.8, 8.02.9
	S2-081322
	DISCUSSION
	A Special Scenario with Multiple PDN Connectivity
	Nokia Siemens Networks, Nokia
	-
	-
	-
	 

	8.01.8, 8.02.9
	S2-081323
	CR
	23.401 CR0150: Excluding a special scenario with Multiple PDN Connectivity.  
	Nokia Siemens Networks, Nokia
	23,401
	0150
	Rel-8
	 

	8.02
	0
	------
	Functions and procedures for SAE to support LTE access - common and GTP-specific aspects
	------
	-
	-
	-
	-

	8.02
	S2-081492
	 
	Reserved for Nortel (Laurence)
	Nortel
	23,401
	-
	Rel-8
	 

	8.02.1
	16
	------
	Attach/detach procedures
	------
	-
	-
	-
	-

	8.02.1
	S2-081063
	CR
	23.401 CR0115: APN and PGW address update during attach and detach procedures
	Huawei
	23,401
	0115
	Rel-8
	 Revised to: 1679

	8.02.1
	S2-081117
	CR
	23.401 CR0122: Clarification of the Default PDN
	Samsung
	23,401
	0122
	Rel-8
	Revised to: 1684 

	8.02.1
	S2-081118
	CR
	23.401 CR0123: PDN connectivity request without APN
	Samsung
	23,401
	0123
	Rel-8
	 Revised to: 1685

	8.02.1
	S2-081120
	CR
	23.401 CR0125: AMBR modification procedure
	Samsung
	23,401
	0125
	Rel-8
	Noted

Raise AMBR issue in plenary (per UE or Per PDN)

	8.02.1
	S2-081147
	CR
	23.401 CR0131: Delivery the subscribed APN list to the UE
	ZTE
	23,401
	0131
	Rel-8
	 Noted

	8.02.1
	S2-081167
	CR
	23.401 CR0135: Corrections to Attach procedure related to the MME routeing information
	NEC
	23,401
	0135
	Rel-8
	 Revised to: 1686

	8.02.1
	S2-081186
	DISCUSSION
	Load balancing at MME selection
	Ericsson
	23,401
	-
	-
	Opened in Monday

1751for weight principle(Ericsson)

1752for off-load principle(Huawei)

1753for overloaded indication(Vodafone)

	8.02.1
	S2-081196
	CR
	23.401 CR0067R1: Network Initiated Re-attach
	NEC
	23,401
	0067
	Rel-8
	Noted

Intended to Return after discussing 1752, but this was not concluded during the drafting session.

	8.02.1
	S2-081251
	CR
	23.401 CR0055R1: The editorial modification for attach procedure
	CATT
	23,401
	0055
	Rel-8
	 Revised to: 1687

	8.02.1
	S2-081252
	CR
	23.401 CR0054R1: PDN GW address in attach procedure
	CATT
	23,401
	0054
	Rel-8
	 Merged into 1336

	8.02.1
	S2-081490
	DISCUSSION
	Load re-balancing mechanism 
	Nortel
	23,401
	-
	Rel-8
	Noted

Opened in Monday but source company is not there

	8.02.1
	S2-081491
	CR
	23.401 CR0179: Load re-balancing mechanism
	Nortel
	23,401
	0179
	Rel-8
	Noted,

Opened in Monday but source company is not there

	8.02.1
	S2-081679
	CR
	Revision of: S2-081063
	
	
	
	
	Revised to: 1683

	8.02.1
	S2-081683
	CR
	Revision of: S2-081679
	
	
	
	
	Noted

	8.02.1
	S2-081684
	CR
	Revision of: S2-081117
	
	
	
	
	Revised to: 1793

	8.02.1
	S2-081685
	CR
	Revision of: S2-081118
	
	
	
	
	Revised to: 1794

	8.02.1
	S2-081686
	CR
	Revision of: S2-081167
	
	
	
	
	Approved

	8.02.1
	S2-081687
	CR
	Revision of: S2-081251
	
	
	
	
	Approved

	8.02.1
	S2-081688
	CR
	Revision of: S2-081252
	
	
	
	
	Withdrawn

	8.02.1
	S2-081751
	DISCUSSION
	Revision of: S2-081186
	
	
	
	
	Revised to: 1795

	8.02.1
	S2-081752
	DISCUSSION
	Revision of: S2-081186
	
	
	
	
	Revised to: 1796

	8.02.1
	S2-081753
	DISCUSSION
	Revision of: S2-081186
	
	
	
	
	Revised to: 1797

	8.02.1
	S2-081793
	CR
	Revision of: S2-081684
	
	
	
	
	Return

	8.02.1
	S2-081794
	CR
	Revision of: S2-081685
	
	
	
	
	Approved

	8.02.1
	S2-081795
	DISCUSSION
	Revision of: S2-081751
	
	
	
	
	Return

	8.02.1
	S2-081796
	DISCUSSION
	Revision of: S2-081752
	
	
	
	
	Return

	8.02.1
	S2-081797
	DISCUSSION
	Revision of: S2-081753
	
	
	
	
	Return

	8.02.8
	11
	------
	Idle state signalling optimization
	------
	-
	-
	-
	-

	8.02.8
	S2-081064
	CR
	23.401 CR0029R1: Detach procedure with ISR
	Huawei
	23,401
	0029
	Rel-8
	Revised to: 1696

	8.02.8
	S2-081065
	DISCUSSION
	To Support ISR during Handover
	Huawei
	23,401
	-
	Rel-8
	Noted 

	8.02.8
	S2-081066
	CR
	23.401 CR0116: Downlink signalling triggered service request procedure
	Huawei
	23,401
	0116
	Rel-8
	Revised to: 1697

	8.02.8
	S2-081067
	CR
	23.401 CR0117: Update of tracking area update and routing area update procedure 
	Huawei
	23,401
	0117
	Rel-8
	 

	8.02.8
	S2-081160
	INFO
	ISR stage 2 status for Joint SA WG2/CT WG1
	Huawei
	-
	-
	-
	Joint

Revised to: 1695

	8.02.8
	S2-081184
	DISCUSSION
	Discussion regarding ISR requirements in TS 23.401
	Ericsson
	23,401
	-
	-
	 

	8.02.8
	S2-081400
	CR
	23.401 CR0163: URA-PCH handling in ISR
	Qualcomm Europe
	23,401
	0163
	Rel-8
	 

	8.02.8
	S2-081482
	DISCUSSION
	Simplify the trigger of Serving GW buffering
	Nortel
	23,401
	-
	Rel-8
	Noted 

	8.02.8
	S2-081483
	CR
	23.401 CR0177: Simplify the trigger of Serving GW buffering
	Nortel
	23,401
	0177
	Rel-8
	Revised to: 1698 

	8.02.8
	S2-081484
	DISCUSSION
	Serving GW sends Downlink Data Notification to Rel8 SGSN
	Nortel
	23,401
	-
	Rel-8
	 Noted

	8.02.8
	S2-081485
	CR
	23.401 CR0178: Serving GW sends Downlink Data Notification to Rel-8 SGSN
	Nortel
	23,401
	0178
	Rel-8
	 Revised to: 1699

	8.02.8
	S2-081680
	
	ISR procedures
	Frank
	
	
	
	Return

Merged CR for handover procedures

Return

	8.02.8
	S2-081695
	INFO
	Revision of: S2-081160
	Drafting Group (Huawei)
	
	
	
	Noted

Agreed to be sent to joint meeting for information (providing mentioning the open issues list is not a complete list)

	8.02.8
	S2-081696
	CR
	Revision of: S2-081064
	
	
	
	
	Return

	8.02.8
	S2-081697
	CR
	Revision of: S2-081066
	
	
	
	
	Revised to: 1786

	8.02.8
	S2-081698
	CR
	Revision of: S2-081483
	
	
	
	
	Return

	8.02.8
	S2-081699
	CR
	Revision of: S2-081485
	
	
	
	
	Return

	8.02.8
	S2-081786
	CR
	Revision of: S2-081697
	
	
	
	
	Return

	8.02.9
	60
	------
	General clean-up of 23.401
	------
	-
	-
	-
	-

	8.02.9
	S2-081068
	CR
	23.401 CR0041R1: A method to achieve load balancing
	Huawei
	23,401
	0041
	Rel-8
	

	8.02.9
	S2-081104
	CR
	23.401 CR0018R1: AMBR modification
	Ericsson
	23,401
	0018
	Rel-8
	Noted
(Depend on AMBR decision)

	8.02.9
	S2-081105
	CR
	23.401 CR0120: Sequence of PCC and bearer related signaling 
	Ericsson
	23,401
	0120
	Rel-8
	Noted

Return? (Depend on AMBR decision)

	8.02.9
	S2-081116
	CR
	23.401 CR0121: Corrections to support  multiple PDNs during HO
	Samsung
	23,401
	0121
	Rel-8 
	Revised to: 1772

	8.02.9
	S2-081119
	CR
	23.401 CR0124: S-TMSI cleanup
	Samsung
	23,401
	0124
	Rel-8
	 Revised to: 1771

	8.02.9
	S2-081143
	CR
	23.401 CR0128: Correction of ECM_Connect definition
	ZTE
	23,401
	0128
	Rel-8
	Approved

	8.02.9
	S2-081144
	CR
	23.401 CR0129: LBI Clarification
	ZTE
	23,401
	0129
	Rel-8
	Noted

 Return? (depending on AMBR decision)

	8.02.9
	S2-081145
	CR
	23.401 CR0130: Paging no response handlling
	ZTE
	23,401
	0130
	Rel-8
	Revised to: 1757

	8.02.9
	S2-081149
	DISCUSSION
	Refinements to Dual stack support
	Ericsson
	-
	-
	-
	Noted

	8.02.9
	S2-081150
	CR
	23.401 CR0011R6: Changes for Dual stack in GERAN/UTRAN
	Ericsson
	23,401
	0011
	Rel-8
	Return (in revision session)

	8.02.9
	S2-081154
	CR
	23.401 CR0132: Refinements to GW selection
	Ericsson
	23,401
	0132
	Rel-8
	 

	8.02.9
	S2-081156
	CR
	23.401 CR0133: UE state handling in EUTRAN at non-3GPP handover
	Ericsson
	23,401
	0133
	Rel-8
	Approved

	8.02.9
	S2-081168
	CR
	23.401 CR0136: Clarification to Procedure Transaction Id (PTI) use in bearer modification procedures
	NEC
	23,401
	0136
	Rel-8
	 Revised to: 1773

	8.02.9
	S2-081169
	CR
	23.401 CR0137: Security consideration in the TAU procedure
	NEC
	23,401
	0137
	Rel-8
	 Revised to: 1774

	8.02.9
	S2-081170
	CR
	23.401 CR0138: Integrity check of TAU request message in the new MME
	NEC
	23,401
	0138
	Rel-8
	 Approved

	8.02.9
	S2-081185
	CR
	23.401 CR0140: Add description of the MME Pool functionality
	Ericsson
	23,401
	0140
	Rel-8
	 Revised to: 1775

	8.02.9
	S2-081188
	CR
	23.401 CR0142: Handover Restriction in eNodeB
	Ericsson
	23,401
	0142
	Rel-8
	 Revised to: 1776

	8.02.9
	S2-081191
	CR
	23.401 CR0143: ME Identity Check Procedure update
	Ericsson
	23,401
	0143
	Rel-8
	Revised to: 1777

	8.02.9
	S2-081192
	DISCUSSION
	TAU in connected mode
	Ericsson
	23,401
	-
	-
	 Not handled

	8.02.9
	S2-081193
	CR
	23.401 CR0144: Updates related to TAU procedure
	Ericsson
	23,401
	0144
	Rel-8
	 Not handled

	8.02.9
	S2-081216
	CR
	23.401 CR0061R2: Clean-up of QoS Sections in 23.401
	Ericsson
	23,401
	0061
	Rel-8
	Approved 

	8.02.9
	S2-081247
	CR
	23.401 CR0049R1: High level description of Tracking and Reachability Management for UE in ECM-IDLE state
	CATT, Huawei, Qualcomm
	23,401
	0049
	Rel-8
	Revised to: 1780 

	8.02.9
	S2-081254
	CR
	23.401 CR0145: MME load re-balancing functionality
	CATT
	23,401
	0145
	Rel-8
	 

	8.02.9
	S2-081255
	CR
	23.401 CR0146: GUTI Reallocation in the handover procedure
	CATT
	23,401
	0146
	Rel-8
	Not Handled

	8.02.9
	S2-081262
	CR
	23.401 CR0023R1: IMEI checking issue update
	China Mobile
	23,401
	0023
	Rel-8
	Noted 

	8.02.9
	S2-081275
	DISCUSSION
	Handling of "Single Address Bearer Flag" for PMIP-based S5/S8
	Motorola
	23,402
	-
	-
	->8.02.9 

	8.02.9
	S2-081276
	CR
	23.402 CR0119: Handling of "Single Address Bearer Flag" for PMIP-based S5/S8
	Motorola
	23,402
	0119
	Rel-8
	 ->8.02.9

	8.02.9
	S2-081277
	CR
	23.401 CR0119: Updates to handling of "Single Address Bearer Flag" for GTP-based S5/S8
	Motorola
	23,401
	0119
	Rel-8
	 ->8.02.9

	8.02.9
	S2-081304
	CR
	23.401 CR0148: Corrections to 23.401 Section 5.3.5 - S1 Release Procedure
	Motorola
	23,401
	0148
	Rel-8
	 Revised to: 1781

	8.02.9
	S2-081306
	CR
	23.401 CR0083R1: Add New EnodeB information onto handover related messages
	NEC
	23,401
	0083
	Rel-8
	Revised to: 1782 

	8.02.9
	S2-081317
	CR
	23.401 CR0084R1: ECM State knowledge in SGW and acknowledgement of S1 release from eNB
	Nokia Siemens Networks, Nokia
	23,401
	0084
	Rel-8
	Merged into 1781 

	8.02.9
	S2-081318
	CR
	23.401 CR0102R1: UE Location accuracy in the MME in ECM-CONNECTED state
	Nokia Siemens Networks, Nokia
	23,401
	0102
	Rel-8
	 Noted

	8.02.9
	S2-081333
	CR
	23.401 CR0151: Identification of the UE within the CN
	Vodafone
	23,401
	0151
	Rel-8
	Revised to: 1783 

	8.02.9
	S2-081335
	CR
	23.401 CR0152: Clarification of PDN GWs involved in Initial Attach
	Vodafone
	23,401
	0152
	Rel-8
	Approved 

	8.02.9
	S2-081336
	CR
	23.401 CR0153: Provision of PDN GW address to the Serving GW
	Vodafone
	23,401
	0153
	Rel-8
	Revised to: 1784 

	8.02.9
	S2-081337
	CR
	23.401 CR0154: Provision of UE identity in UE initiated NAS signalling.
	Vodafone
	23,401
	0154
	Rel-8
	Revised to: 1885 

	8.02.9
	S2-081338
	CR
	23.401 CR0155: Update UE-triggered Service Request Procedure
	Motorola
	23,401
	0155
	Rel-8
	 

	8.02.9
	S2-081339
	CR
	23.401 CR0156: Update of PDN-GW selection function 
	Ericsson
	23,401
	0156
	Rel-8
	 

	8.02.9
	S2-081401
	DISCUSSION
	Discussion on signalling of MTU from MME to UE
	Qualcomm Europe
	-
	-
	Rel-8
	 

	8.02.9
	S2-081402
	CR
	23.401 CR0045R1: Signalling of MTU from MME to UE
	Qualcomm Europe
	23,401
	0045
	Rel-8
	 

	8.02.9
	S2-081403
	CR
	23.401 CR0164: Clarification on default bearers
	Qualcomm Europe
	23,401
	0164
	Rel-8
	 

	8.02.9
	S2-081427
	CR
	23.401 CR0165: Removal of editor’s note in section 4.3.8.1 of 23.401
	Marvell
	23,401
	0165
	Rel-8
	 

	8.02.9
	S2-081461
	DISCUSSION
	Session Concept
	Ericsson
	-
	-
	-
	 

	8.02.9
	S2-081462
	LS OUT
	LS response to CT WG4 on EPC Session Concept
	Ericsson
	-
	-
	-
	 

	8.02.9
	S2-081463
	CR
	23.401 CR0166: PDN Connection Terminology
	Ericsson
	23,401
	0166
	Rel-8
	 

	8.02.9
	S2-081466
	CR
	23.401 CR0167: Correction to general TAU text
	Vodafone
	23,401
	0167
	Rel-8
	 

	8.02.9
	S2-081468
	CR
	23.401 CR0169: MME Overload handling
	Vodafone
	23,401
	0169
	Rel-8
	 

	8.02.9
	S2-081469
	CR
	23.401 CR0170: Load balancing
	Vodafone
	23,401
	0170
	Rel-8
	 

	8.02.9
	S2-081470
	CR
	23.401 CR0171: Periodic TA update description
	Vodafone
	23,401
	0171
	Rel-8
	 

	8.02.9
	S2-081471
	CR
	23.401 CR0172: Uplink TFT precedence in the UE
	Vodafone
	23,401
	0172
	Rel-8
	 

	8.02.9
	S2-081472
	CR
	23.401 CR0173: Content and packet screening in GWs
	Vodafone
	23,401
	0173
	Rel-8
	 

	8.02.9
	S2-081476
	CR
	23.401 CR0174: Authentication Vector update
	Samsung
	23,401
	0174
	Rel-8
	 

	8.02.9
	S2-081477
	CR
	23.401 CR0175: MME Context ID and Serving GW Context ID
	Samsung
	23,401
	0175
	Rel-8
	 

	8.02.9
	S2-081480
	CR
	23.401 CR0176: E-UTRAN - GERAN External Network Assisted Cell Change
	T-Mobile
	23,401
	0176
	Rel-8
	 

	8.02.9
	S2-081481
	DISCUSSION
	E-UTRAN - GERAN External Network Assisted Cell Change
	T-Mobile
	-
	-
	Rel-8
	 

	8.02.9
	S2-081486
	CR
	23.401 CR0094R1: EPS Bearer Synchronisation in Service Request procedure
	Nortel
	23,401
	0094
	Rel-8
	 

	8.02.9
	S2-081487
	DISCUSSION
	Rel8 GGSN functions
	Nortel
	23,401
	-
	Rel-8
	 

	8.02.9
	S2-081503
	CR
	23.401 CR0181: Correction of pre-Rel-8 SGSN to MME TAU procedure
	Nokia Siemens Networks, Nokia
	23,401
	0181
	Rel-8
	Revised to: 1778 

	8.02.9
	S2-081504
	CR
	23.401 CR0182: Combination of pre-Rel-8 RAU procedures
	Nokia Siemens Networks, Nokia
	23,401
	0182
	Rel-8
	Revised to: 1779 

	8.02.9
	S2-081507
	DISCUSSION
	Discussion of non3GPP handover for additional PDN connectivity
	Nokia Siemens Networks, Nokia
	-
	-
	-
	 

	8.02.9
	S2-081508
	CR
	23.401 CR0185: Alignment of non-optimised handovers from non-3GPP
	Nokia Siemens Networks, Nokia
	23,401
	0185
	Rel-8
	 

	8.02.9
	S2-081514
	DISCUSSION 
	Solutions for AMBR per UE
	Nokia Siemens Networks, Nokia
	-
	-
	Rel-8
	 

	8.02.9
	S2-081515
	CR
	23.401 CR0187: Corrections for bearer modification procedures
	Nokia Siemens Networks, Nokia
	23,401
	0187
	Rel-8
	 

	8.02.9
	S2-081517
	CR
	23.401 CR0012R1: Bearer mapping between PDP Ctx and EPS Bearers
	Ericsson,
	23,401
	0012
	Rel-8
	 

	8.02.9
	S2-081518
	CR
	23.401 CR0026R6: UE requested PDN disconnection procedure
	Vodafone
	23,401
	0026
	Rel-8
	Revised to: 1888 

	8.02.9
	S2-081757
	CR
	Revision of: S2-081145
	
	
	
	
	Return

	8.02.9
	S2-081771
	CR
	Revision of: S2-081119
	
	
	
	
	Return

	8.02.9
	S2-081772
	CR
	Revision of: S2-081116
	
	
	
	
	Approved

	8.02.9
	S2-081773
	CR
	Revision of: S2-081168
	
	
	
	
	Approved

	8.02.9
	S2-081774
	CR
	Revision of: S2-081169
	
	
	
	
	Approved

	8.02.9
	S2-081775
	CR
	Revision of: S2-081185
	
	
	
	
	Return

	8.02.9
	S2-081776
	CR
	Revision of: S2-081188
	
	
	
	
	Return

	8.02.9
	S2-081777
	CR
	Revision of: S2-081191
	
	
	
	
	Return

	8.02.9
	S2-081778
	CR
	Revision of: S2-081503
	
	
	
	
	Approved

	8.02.9
	S2-081779
	CR
	Revision of: S2-081504
	
	
	
	
	Approved

	8.02.9
	S2-081780
	CR
	Revision of: S2-081247
	
	
	
	
	Approved

	8.02.9
	S2-081781
	CR
	Revision of: S2-081304
	
	
	
	
	Approved

	8.02.9
	S2-081782
	CR
	Revision of: S2-081306
	
	
	
	
	Approved

	8.02.9
	S2-081783
	CR
	Revision of: S2-081333
	
	
	
	
	Return

	8.02.9
	S2-081784
	CR
	Revision of: S2-081336
	
	
	
	
	Approved

	8.02.9
	S2-081785
	CR
	Revision of: S2-081885
	
	
	
	
	Approved

	8.02.9
	S2-081787
	CR
	Revision of: S2-081888
	
	
	
	
	Return

	8.02.9
	S2-081885
	CR
	Revision of: S2-081337
	
	
	
	
	Revised to: 1785

	8.02.9
	S2-081888
	CR
	Revision of: S2-081518
	
	
	
	
	Revised to: 1787

	8.02.9, 8.04.7
	S2-081108
	DISCUSSION
	Renaming SAE Interfaces
	Samsung, Ericsson
	23.401, 23.402
	-
	Rel-8
	 

	8.02.9, 8.04.7
	S2-081109
	DISCUSSION
	The use of DNS for Server Selection
	Samsung
	23.401, 23.402, 23.327
	-
	Rel-8
	 

	8.02.9, 8.04.7
	S2-081153
	DISCUSSION
	Refinements to GW selection
	Ericsson
	-
	-
	-
	 

	8.03
	0
	------
	Functions and procedures for SAE to support interoperation between LTE and legacy PS accesses (LTE <-> 2G/3G/CDMA2000)
	------
	-
	-
	-
	-

	8.03.1
	8
	------
	Inter RAT handover and inter RAT TAU/RAU with 2G/3G
	------
	-
	-
	-
	-

	8.03.1
	S2-081069
	DISCUSSION
	UE identity
	Huawei
	23,401
	-
	Rel-8
	Noted.

 
Discussed on Monday, This document was presented. It proposes to solve some of the issues in the above LSs (S2-081226 and R2-081365) by broadcasting the MMEGroupIDs.

This was discussed and there was a general feeling that broadcasting the MMEGIs would consume much more radio resource than only adding GUMMEI to the relatively rare TAU/Attach procedures.

Hence this document was 

	8.03.1
	S2-081146
	CR
	23.401 CR0011R5: Changes for dual stack in GERAN/UTRAN
	ZTE
	23,401
	0011
	Rel-8
	Noted 

	8.03.1
	S2-081183
	DISCUSSION
	GUTI structure for P-TMSI compatibility
	Ericsson
	23,401
	-
	-
	Noted

Discussed on Monday with with S2-081467.

	8.03.1
	S2-081249
	DISCUSSION
	Clarification on definition and necessity of Default APN and Default Bearer
	CATT
	23,401
	-
	Rel-8
	 Noted, 

	8.03.1
	S2-081250
	CR
	23.401 CR0052R1: E-UTRAN Tracking Area Update against GBR PDP context
	CATT, NTT DoCoMo
	23,401
	0052
	Rel-8
	 Noted, 

	8.03.1
	S2-081253
	CR
	23.401 CR0100R1: The editorial modification for IRAT HO procedures
	CATT
	23,401
	0100
	Rel-8
	Approved 

	8.03.1
	S2-081488
	DISCUSSION
	Access routing to reach the same combo SGSN / MME
	Nortel
	23,401
	-
	Rel-8
	Noted 

	8.03.1
	S2-081489
	CR
	23.401 CR0095R1: eNB and BSC/RNC routing to reach same combo SGSN/MME
	Nortel
	23,401
	0095
	Rel-8
	Noted

	8.03.1
	S2-081791
	
	
	
	
	
	
	Return

	8.03.1
	S2-081884
	
	
	
	
	
	
	Revised to: 1791

	8.03.1.1
	6
	------
	Work on flows
	------
	-
	-
	-
	-

	8.03.1.1
	S2-081142
	CR
	23.401 CR0127: No Default Bearer handling
	ZTE
	23,401
	0127
	Rel-8
	Noted, 

	8.03.1.1
	S2-081182
	CR
	23.401 CR0139: Access change from GERAN/UTRAN to EUTRAN with GBR bearers only
	Ericsson
	23,401
	0139
	Rel-8
	Noted

	8.03.1.1
	S2-081187
	CR
	23.401 CR0141: Correction in the 2G to E-UTRAN IRAT Handover procedure
	Ericsson
	23,401
	0141
	Rel-8
	Approved 

	8.03.1.1
	S2-081505
	CR
	23.401 CR0183: Removal of separate GERAN to E-UTRAN TAU description
	Nokia Siemens Networks, Nokia
	23,401
	0183
	Rel-8
	Revised to: 1680

	8.03.1.1
	S2-081506
	CR
	23.401 CR0184: Missing RAU/TAU functionality
	Nokia Siemens Networks, Nokia
	23,401
	0184
	Rel-8
	Revised to: 1681

	8.03.1.1
	S2-081509
	CR
	23.401 CR0186: Restructuring of RAU procedures
	Nokia Siemens Networks, Nokia
	23,401
	0186
	Rel-8
	Revised to: 1682 

	8.03.1.1
	S2-081680
	CR
	Revision of: S2-081505
	
	
	
	
	Revised to: 1792

	8.03.1.1
	S2-081681
	CR
	Revision of: S2-081506
	
	
	
	
	Approved

	8.03.1.1
	S2-081682
	CR
	Revision of: S2-081509
	
	
	
	
	Approved

	8.03.1.1
	S2-081792
	CR
	Revision of: S2-081680
	
	
	
	
	Approved

	8.03.1.2
	1
	------
	Bearer/parameter mapping, QoS restoration, etc.
	------
	-
	-
	-
	-

	8.03.1.2, 8.02.8
	S2-081467
	CR
	23.401 CR0168: P-TMSI not sent in RA Update message to 2G SGSN
	Vodafone
	23,401
	0168
	Rel-8
	Noted

Discussed on Monday Chris presented this, explaining that in 2G, the P-TMSI is not sent in the NAS signalling, but , is derived from the 30 bit TLLI sent in the RLC/MAC header.

Discuss with S2-081163.



	8.03.3
	0
	------
	Interworking with pre-Rel-8 2G/3G PS
	------
	-
	-
	-
	-

	8.03.3
	S2-081103
	DISCUSSION
	QoS for 2G/3G access.
	Ericsson
	-
	-
	Rel-8
	 

	8.03.3
	S2-081158
	DISCUSSION
	Reserved for Ericsson (Hans)
	Ericsson
	-
	-
	-
	 

	8.03.3.1
	6
	------
	Applying SAE QoS to 3G
	------
	-
	-
	-
	-

	8.03.3.1
	S2-081162
	DISCUSSION
	On the relationship  between GPRS & EPC
	Qualcomm Europe
	-
	-
	-
	 

	8.03.3.1
	S2-081358
	DISCUSSION
	Existence of Rel-8 GGSN and SGSN connectivity
	Alcatel-Lucent
	-
	-
	-
	 

	8.03.3.1
	S2-081359
	CR
	23.401 CR0157: Introduction of Rel-8 GGSN and connectivity to SGW
	Alcatel-Lucent
	23,401
	0157
	Rel-8
	Revised to: 1660 

	8.03.3.1
	S2-081360
	CR
	23.401 CR0158: Support of GPRS bearer model on S4 interface
	Alcatel-Lucent
	23,401
	0158
	Rel-8
	 

	8.03.3.1
	S2-081473
	DISCUSSION
	QoS models for rel 8 2G/3G
	Vodafone
	-
	-
	-
	 

	8.03.3.1
	S2-081502
	DISCUSSION
	Discussion on Rel-8 GPRS Architecture
	Nokia Siemens Networks, Nokia
	-
	-
	-
	 

	8.03.3.1
	S2-081533
	DISCUSSION
	On the ARP
	Alcatel-Lucent
	-
	-
	-
	-> 8.3.3.1

	8.03.3.1
	S2-081660
	CR
	Revision of: S2-081359
	
	
	
	
	

	8.03.6
	4
	------
	Updates to 23.060
	------
	-
	-
	-
	-

	8.03.6
	S2-081159
	DISCUSSION
	Reserved for Ericsson (Hans)
	Ericsson
	-
	-
	-
	 Late

	8.03.6
	S2-081189
	CR
	23.060 CR0616: Reference to IRAT Handover added
	Ericsson
	23.060
	0616
	Rel-8
	 Return 

	8.03.6
	S2-081190
	CR
	23.060 CR0617: Update of RAU procedures
	Ericsson
	23.060
	0617
	Rel-8
	 Return

	8.03.6
	S2-081261
	CR
	23.060 CR0607R2: GGSN selection based on subscription information
	China Mobile, Nokia-Siemens Network
	23.060
	0607
	Rel-8
	 Approved

	8.03.6
	S2-081770
	DISCUSSION
	S5/S8 functionalities
	Drafting (Ericsson)
	
	
	
	Revised to: 1790

	8.03.6
	S2-081790
	DISCUSSION
	Revision of: S2-081770
	
	
	
	
	Return

	8.04.2
	S2-081499
	DISCUSSION
	Keeping DHCP-Relay in S-GW as agreed in SA WG2#62
	Motorola
	23,402
	-
	Rel-8
	 -> 8.4.2

	8.11
	1
	------
	CS fallback
	------
	-
	-
	-
	-

	8.11
	S2-081045
	P-CR
	Add CS fallback function (SMS)
	NTT DoCoMo
	23.xxx
	-
	Rel-8
	 Noted

	8.11
	S2-081046
	P-CR
	Add CS fallback function (LCS)
	NTT DoCoMo
	23.xxx
	-
	Rel-8
	 

	8.11
	S2-081047
	P-CR
	Add CS fallback function (USSD)
	NTT DoCoMo
	23.xxx
	-
	Rel-8
	 

	8.11
	S2-081079
	P-CR
	Iu-CS based CS fallback architecture
	Huawei
	23.cde
	-
	Rel-8
	Revised to: 1755 

	8.11
	S2-081080
	DISCUSSION
	Iu-CS based CS fallback architecture
	Huawei
	23.cde
	-
	Rel-8
	 Noted in Plenary

	8.11
	S2-081090
	DISCUSSION
	MT calls in case of misaligned TA and LA
	T-Mobile
	-
	-
	-
	 

	8.11
	S2-081091
	P-CR
	MO and MT call flows
	T-Mobile
	-
	-
	-
	 Revised to: 1691

	8.11
	S2-081092
	TS
	TS 23.cde for CS Fallback
	Rapporteur (T‑Mobile)
	-
	-
	-
	 Noted in Plenary

	8.11
	S2-081174
	P-CR
	CS Fallback with ISR
	ZTE
	-
	-
	Rel-8
	

	8.11
	S2-081259
	P-CR
	CS Fallback requirements
	China Mobile
	23.abc
	-
	-
	 Revised to: 1754

	8.11
	S2-081281
	P-CR
	SMS support in CS Fallback for EPS
	Ericsson
	-
	-
	Rel-8
	 Noted

	8.11
	S2-081478
	P-CR
	Combined TA / LA Update Procedure
	Samsung
	23.cde
	-
	-
	 

	8.11
	S2-081689
	P-CR
	Revision of: S2-081754
	
	
	
	
	Revised to: 1798 (due to wrong version uploaded)

	8.11
	S2-081690
	LS OUT
	LS on caller number in CS Fallback
	China Mobile
	
	
	
	Revised to: 1799

	8.11
	S2-081691
	P-CR
	Revision of: S2-081091
	
	
	
	
	Return

	8.11
	S2-081692
	P-CR
	SMS issue description and possible solutions in Annex
	NTT DoCoMo
	
	
	
	Withdrawn, due to document clash

	8.11
	S2-081694
	Cover sheet
	Cover sheet for sending TS23.cde for information
	T-Mobile
	
	
	
	Return

	8.11
	S2-081754
	P-CR
	Revision of: S2-081259
	China Mobile, T-Mobile, Huawei
	
	
	
	Revised to: 1689

	8.11
	S2-081755
	P-CR
	Revision of: S2-081079
	Huawei, China Mobile
	
	
	
	Noted in Plenary

	8.11
	S2-081788
	P-CR
	Revision of: S2-081689
	
	
	
	
	Withdrawn

	8.11
	S2-081789
	P-CR
	SMS issue description and possible solutions in Annex
	NTT DoCoMo
	
	
	
	Return (new version of 1692 CS Falback SMS)

	8.11
	S2-081798
	P-CR
	Revision of: S2-081689
	
	
	
	
	Approved

	8.11
	S2-081799
	LS OUT
	Revision of: S2-081690
	
	
	
	
	Return

	8.11
	S2-091693
	LS OUT
	LS to SA WG1 on SMS interruption
	T-Mobile, responsibility changed to Huawei
	
	
	
	Return

	9910.4
	10
	------
	RED (Registration in Densely populated area)
	------
	-
	-
	-
	-

	9910.4
	S2-081081
	DISCUSSION
	Discussion on Multiple registration area and overlapping pool for RED
	Huawei
	23.880
	-
	Rel-8
	Noted
(problem in the border is identified and will be captured in other P-CR, e.g. comparison table)

	9910.4
	S2-081082
	P-CR
	RED cell reselection solution
	Huawei
	23.880
	-
	Rel-8
	 Noted

	9910.4
	S2-081083
	P-CR
	RED Alternatives Comparison
	Huawei
	23.880
	-
	Rel-8
	 Noted

	9910.4
	S2-081199
	DISCUSSION
	RED solution investigation way forward
	NTT DoCoMo
	-
	-
	Rel-8
	 Noted

	9910.4
	S2-081200
	P-CR
	Solution Alternative1
	NTT DoCoMo
	23.880
	-
	Rel-8
	 Revised to: 1761

	9910.4
	S2-081201
	P-CR
	Comparison of Architecture Alternatives
	NTT DoCoMo
	23.880
	-
	Rel-8
	 Noted

	9910.4
	S2-081202
	P-CR
	TR conclusion
	NTT DoCoMo
	23.880
	-
	Rel-8
	 

	9910.4
	S2-081203
	P-CR
	 
	NTT DoCoMo
	23.880
	-
	Rel-8
	 Withdrawn

	9910.4
	S2-081204
	CR
	23.221 CR0058: Enhancement of Architecture Requirement
	NTT DoCoMo
	23,221
	0058
	Rel-8
	 

	9910.4
	S2-081205
	CR
	23.060 CR0618: Enhancement of GPRS Architecture Requirement
	NTT DoCoMo
	23.060
	0618
	Rel-8
	 

	9910.4
	S2-081206
	CR
	23.002 CR0189: Network Architecture enhancement on UMTS registration area definition
	NTT DoCoMo
	23.002
	0189
	Rel-8
	 

	9910.4
	S2-081207
	CR
	23.221 CR0059: Enhancement on functionality_procedure
	NTT DoCoMo
	23.221
	0059
	Rel-8
	 

	9910.4
	S2-081208
	CR
	23.060 CR0619: GPRS Mobility Management Functionality
	NTT DoCoMo
	23.060
	0619
	Rel-8
	 

	9910.4
	S2-081209
	CR
	23.060 CR0620: GPRS Radio Resource Functionality
	NTT DoCoMo
	23.060
	0620
	Rel-8
	 

	9910.4
	S2-081210
	CR
	23.060 CR0621: GPRS Information Storage
	NTT DoCoMo
	23.060
	0621
	Rel-8
	 

	9910.4
	S2-081211
	CR
	23.060 CR0622: GPRS Identities_Operational Aspects
	NTT DoCoMo
	23.060
	0622
	Rel-8
	 

	9910.4
	S2-081212
	CR
	23.060 CR0623: GPRS Interactions with Other Services
	NTT DoCoMo
	23.060
	0623
	Rel-8
	 

	9910.4
	S2-081213
	CR
	23.236 CR0034: Location management procedure within pool area functionality
	NTT DoCoMo
	23.236
	0034
	Rel-8
	 

	9910.4
	S2-081214
	CR
	23.236 CR0035: Specific Example for XA concept
	NTT DoCoMo
	23.236
	0035
	Rel-8
	 

	9910.4
	S2-081278
	P-CR
	A/Gb mode introduction in TR23.880 (RED)
	NEC
	23,88
	-
	Rel-8
	Approved 

	9910.4
	S2-081279
	P-CR
	Improvement of Alternative 3
	Ericsson
	-
	-
	Rel-8
	 Revised to: 1762

	9910.4
	S2-081280
	P-CR
	Improvement of Alternative 1 and 2
	Ericsson
	-
	-
	Rel-8
	 Approved

	9910.4
	S2-081316
	P-CR
	RED and ping-pong handling
	Qualcomm Europe
	-
	-
	-
	 Revised to: 1760

	9910.4
	S2-081320
	P-CR
	Overlap between registration areas; RED solution Proposal 4
	Nokia Siemens Networks, Nokia
	23,88
	-
	Rel-8
	 Approved

	9910.4
	S2-081760
	P-CR
	Revision of: S2-081316
	
	
	
	
	Approved

	9910.4
	S2-081761
	P-CR
	Revision of: S2-081200
	
	
	
	
	Return

	9910.4
	S2-081762
	P-CR
	Revision of: S2-081279
	
	
	
	
	Approved

	9910.4
	S2-081763
	P-CR
	Comparison combined
	NTT DoCoMo
	
	
	
	Return



2

