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Abstract of the contribution: This document proposes resolution to editor’s note on single radio MMSC UE.
1. Background
MMSC TR has an open note on how to perform session transfer by a single radio MMSC UE. So far, no special procedures have been identified by the MMSC TR to support single radio MMSC UEs. Based on this observation, we propose to remove the editor’s note about single radio MMSC UE and add the following note to section 6.4 of the MMSC TR - “Note: No special procedures are defined in the Rel-8 MMSC specification to support UEs capable of transmitting/receiving only on one radio access at a time.”
The contribution also proposes clean-up for text related to session transfer to make sure the usage of “domain” and “access” is consistent.
=== First Change ===

6.4

Session Transfer

When a MMSC UE is active in a multimedia session, multimedia session continuity between different domains or /access systems, or add/transfer/retrieve media components of an ongoing communication session between different UEs is enabled by execution of the Session Transfer procedures.

MMSC UE multimedia sessions are anchored at the MMSC AS in the home IMS upon session establishment as specified in 6.3. All initial and subsequent Session Transfers are initiated by the MMSC AS in the home IMS or by the UEs according to the session transfer operator policy from MMSC AS.
If the MMSC UE wants to transfer ongoing multimedia session to different PS access or domain, the session transfer procedure can be executed. When the MMSC UE determines that session transfer is desirable and possible based on the session transfer operator policy, a registration is performed by the MMSC UE in the transferring-in domain or access (if the user is not already registered for the transferring-in domain or access). Sessions including session transfer information is established by the MMSC UE toward the MMSC AS in the home IMS. Signalling and bearer resources are allocated in the transferring-in access network  and the user's active session is transferred from the transferring-out access network. The MMSC AS in the home IMS executes Session Transfer. Resources in the transferring-out access network are subsequently released. If the MMSC UE is capable of dual mode operation, then the MMSC UE can also maintain part of the media components in the transferring-out access network while transferring the other media components to the transferring-in access network.
Note: No special procedures have been studied in the Rel-8 MMSC TR to support the transfer of multimedia sessions between access networks by UEs which are capable of transmitting/receiving on only one of those access networks at a given time.

Initiation of the session transfer procedures for ongoing multimedia session is based on the session transfer operator policy received from the MMSC AS. Various input factors can be taken into account for session transfer.

In case when a session transfer is initiated by an MMSC UE, the MMSC UE sends Session Transfer Information to the MMSC AS in order to trigger session transfer execution. The Session Transfer Information provides the necessary information to the MMSC AS for executing the session transfer.
=== End of Change ===
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