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Start of 1st modified section
6.5.2
UE-initiated Detach Procedure

The Detach procedure when initiated by the UE is illustrated in Figure 6.5.2-1. In the non-roaming case, none of the optional entities in figure 6.5.2-1 are involved. The optional entities are involved in other cases.

-
In the roaming cases, however, the 3GPP AAA Proxy mediates all interaction between the 3GPP AAA Server in the PLMN and entities in the VPLMN and non-3GPP access.

-
Similarly, interaction between hPCRF in the HPLMN and entities in the VPLMN and non-3GPP access occurs by way of the vPCRF in the VPLMN. In both these cases, messages are relayed by the optional entities towards and from the HPLMN.

[image: image1]
Figure 6.5.2-1: UE-initiated S2c detach procedure

1.
If the UE wants to terminate a S2c session, it shall send a de-registration Binding Update as specified in draft-ietf-mip6-nemo-v4traversal [10].

2.
The PDN GW informs the AAA Server/HSS to remove the PDN GW address information for the UE. If the PDN GW is in the VPLMN, signalling may be routed via a 3GPP AAA Proxy in the VPLMN.

3.
If there is an active PCC session for the UE, the PDN GW shall send an Indication of IP-CAN session Termination to the PCRF (3a). The PCRF shall terminate the session and send an Acknowledge message (3b). In the roaming case, PCC signalling is sent via a vPCRF in the VPLMN.


4.
The PDN GW shall send a Binding Acknowledgement as specified in draft-ietf-mip6-nemo-v4traversal [10]

5.
The PCRF shall remove any active QoS Policy rule which is referred to the Home Address (step 5a and 5b). In the roaming case, PCC signalling is sent via a vPCRF in the VPLMN.

NOTE:
If no QoS Policy rules remain in the Trusted Non-3GPP Access, the Trusted Non-3GPP Access terminates the gateway control session towards the hPCRF.

End of 1st modified section
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