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4.5
Service data management

4.6
Identities
4.6.1
Identities used by an ICS UE
4.6.2
Identities used by an MSC Server enhanced for ICS
The MSC Server enhanced for ICS shall use a Private User Identity and Public User Identity specifically reserved for IMS registrations from an MSC Server. This is to avoid conflicts in IMS registration by a UE and an MSC Server registering on behalf of the same subscriber. These specifically reserved for ICS identities are defined in 3GPP TS 23.003 [x], sub‑clause X.Y.
Similar to the temporary Public User Identity used when there is no ISIM present (see sub-section 13.4 of 3GPP TS 23.003 [x]), the ICS specific Public User Identity shall be prohibited from being used to originate sessions and shall be prohibited from being used to identify a terminating subscriber for incoming sessions.
An MSC Server shall use only those Public User Identities representing E.164 numbers from the subscriber's IMS profile to originate and terminate calls.
NOTE:
The subscriber's IMS profile will need to be provisioned with the MSISDNs in the subscriber's CS profile associated with TS11 and BS30, if seamless service between IMS and the CS domain is to be provided.
4.7
Coexistence of an ICS UE and a non ICS UE 

It shall be possible to provide ICS for an ICS UE and a non ICS UE in home and in visited networks. The MSC Server enhanced for ICS shall not discriminate between these UE types for registrations nor for call originations and terminations.

The MSC Server enhanced for ICS shall also avoid conflicts with other IMS registrations (which includes that used by an ICS UE) by using a Private User Identity and Public User Identity specifically reserved for use by MSC Server registrations. See sub‑clause 4.6.2 for more information. An IMS operator who provides both ICS UE and non ICS UE services to its subscribers should make all of the following provisions in order to avoid registration conflicts:
-
Configure the ICS specific Private User Identity to point to the subscriber's implicit registration set; and
-
Add the ICS specific Public User Identity to the subscriber's implicit registration set.
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