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********************** START OF CHANGE *****************************

5.3.6
ME identity check procedure

Editor's note:
The term Mobile Equipment Identity is used in this text so as to indicate that the EPC should support multiple equipment identity formats (e.g. those from 3GPP2, WiMAX, etc) as well as the IMEISV

Editor's note:
The development of a Global EIR concept might require refinement of these procedures.

The Mobile Equipment Identity Check Procedure permits the operator(s) of the MME and/or the HSS and/or the PDN-GW to check the Mobile Equipment's identity (e.g. to check that has not been stolen, or, to verify that it does not have faults).
The ME Identity can be checked by the MME passing it to an Equipment Identity Register (EIR) and then the MME analysing the response from the EIR in order to determine its subsequent actions (e.g. sending an Attach Reject if the EIR indicates that the Mobile Equipment is blacklisted).
The ME identity check procedure is illustrated in Figure 5.3.6-1.

[image: image1]
Figure 5.3.6-1: Identity Check Procedure
1.
The MME sends Identity Request (Identity Type) to the UE. The UE responds with Identity Response (Mobile Identity).

2.
If the MME is configured to check the IMEI against the EIR, it sends ME Identity Check (ME Identity, IMSI) to EIR. The EIR responds with ME Identity Check Ack (Result).

NOTE: The Identity Check Procedure is typically executed as part of the Attach procedure (see clause 5.3.2.1). 
For roaming situations, in order to permit the HPLMN operator to check the ME Identity, the VPLMN shall obtain the ME identity at Initial Attach when Attach Type does not indicate handover, and, at Tracking Area Update from UTRAN/GERAN if the old SGSN does not provide the ME Identity. In order to minimise signalling delays during these procedures, the MME should obtain the ME Identity during the EPC Authentication and Ciphering procedure. (FFS)

At Initial Attach when Attach Type does not indicate handover, the MME includes the ME Identity in the Update Location message to the HSS.

NOTE:
It is FFS whether the mechanisms by which the HSS and/or PDN-GW check the ME Identity are to be standardised in this release of the 3GPP specifications.

********************** END OF CHANGE *****************************
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