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Begin change to 23.402

5.x
UE-triggered Service Request for PMIP-based S5/S8

This section contains the procedure steps that vary between the GTP and PMIP variant of S5 and S8 for the UE-triggered Service Request procedure defined in 23.401 Section 5.3.4.1, for the case where the RAT Type reported in the Service Request has changed compared to the last reported RAT Type.
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Figure 5.x-1: UE-triggered Service Request for PMIP-based S5/S8

This procedure concerns both the non-roaming (S5) and roaming case (S8).  In the roaming case, the vPCRF in the VPLMN forwards messages between the Serving GW and the hPCRF in the HPLMN. In the case of Local Breakout, the vPCRF forwards messages sent between the PDN GW and the hPCRF as well. In the non-roaming case, the vPCRF is not involved at all.

The optional interaction steps between the gateways and the PCRF in the procedures in Figure 5.x-1 only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured with the gateway.

A.1)
The Serving GW informs the PCRF about the change of RAT type. The Serving Gateway sends a Gateway Control and QoS Policy Rules Request message (Event Report) to the PCRF. The Event Report indicates the change in RAT Type.

A.2)
The PCRF acknowledges the request in step A.1, and returns rules to be used by the Serving GW by sending a Gateway Control and QoS Policy Rules Reply (QoS Rules, Event Trigger) message. Note that there may be neither QoS Rules nor Event Triggers returned in this acknowledgement.

A.3)
The PCRF sends a Policy and Charging Rules Provision (PCC Rules, Event Triggers, Event Report) message to the PDN GW with the new PCC rules. Note that there may be neither PCC Rules nor Event Triggers in this message. The Event Report indicates the new RAT Type.


Step A.3 may occur before A.2 is sent by the PCRF.

A.4)
The PDN GW acknowledges that it has accepted and successfully deployed the PCC rules by returning a Policy and Charging Rules Provision Acknowledge (Result) message to the PCRF.

End change to 23.402
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