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Abstract of the contribution: Provides an update of the scope and definitions for SRVCC and 3GPP SRVCC UE for TS 23.216. 
1. Discussion

At SA2 #63, the decision was made to start specification work on the selected alternative for SRVCC between E-UTRAN and GERAN CS / UTRAN CS. The scope of TS 23.216 needs to be updated accordingly. 

In addition, a definition for Single Radio Voice Call Continuity is proposed.
2. Proposal

It is proposed to add the following changes to 3GPP TS 23.216. 
( Begin 1st Change (
1
Scope

The present document specifies the architecture enhancements for Single Radio Voice Call Continuity (SRVCC) between E-UTRAN access and 3GPP2’s 1xCS, and between E-UTRAN access and 3GPP’s UTRAN/GERAN accesses, for Circuit Switched (CS) calls that are anchored in the IMS. 

This document will not describe 3GPP2 functional entities. However, interfaces between both 3GPP and 3GPP2 functional entities are described in this specification. 

SRVCC from E-UTRAN access to 3GPP2 1xCS is covered in this specification. Handling of non-voice component and SRVCC from 3GPP2 1xCS to E-UTRAN direction is not specified in this release. 

SRVCC between E-UTRAN access and 3GPP UTRAN/GERAN CS accesses for voice calls that are anchored in the IMS, as well as the coordination between the SRVCC for voice call and the handover of non-voice PS bearers, are covered in this specification. The handover of non-voice PS bearer is specified by the procedures defined in 3GPP TS 23.401, TS 23.060, TS 25.413 and TS 43.129. 

ITU T Recommendation I.130 [5] describes a three-stage method for characterisation of telecommunication services, and ITU T Recommendation Q.65 [6] defines stage 2 of the method.

( End 1st Change (
( Start 2nd Change (
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].

<defined term>: <definition>.
1xCS: The 3GPP2 legacy circuit Switched signalling system as defined in X.S0042-0 [4]
Single Radio Voice Call Continuity: Voice call continuity between IMS over PS access and CS access for calls that are anchored in IMS when the UE is capable of transmitting/receiving on only one of those access networks at a given time.

3GPP SRVCC UE: A 3GPP SRVCC UE is a UE enhanced for IMS Service Continuity as specified in 3GPP TS 23.237 with the additional UE capabilities described in this specification for SRVCC between E-UTRAN and UTRAN and / or between E-UTRAN and GERAN.
( End 2nd Change (
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