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Abstract of the contribution: Migration of Domain Transfer text from 23.206 to 23.237
Introduction

TS 23.206 contains the specification of the VCC functionality for Release 7. In Release 8 the specification of Voice Call Continuity (in other words, CS-PS session continuity) will be split between the ICS and SC TS’s (23.292 and 23.237). In order to preserve applicable existing VCC text as documented in 23.206 a series of P-CR’s 23.237 have been drafted that bring this text (with appropriate terminology changes) into Release 8.

Proposal
This P-CR takes text from 23.206, clauses 4.1 and 4.2 and proposes to insert this, with modifications, into 23.237, clause 4.3.x. The text in 23.206 gives an overview of Domain Transfer and it seems appropriate to include this in the indicated 23.237 clause since clause 4 is entitled: “High level principles and architectural requirements”.
The main changes from the 23.206 text in clauses 4.1and 4.2 are terminology changes: -

· VCC Application -> ICS/SC AS
· VCC UE -> SC UE

· VCC subscription -> SC subscription

Note that the term “ISC/SC AS” has been used, but since the name of the ICS and SC TS has yet to be finalized, this is subject to change.

Proposed changes

**** Start of 1st Change ****
4.3
Service Continuity

4.3.x
Domain Transfer (CS – PS) concepts
Voice calls from and to an SC UE are anchored at the ICS/SC AS in the home IMS to provide voice continuity for the user during transition between the CS domain and the IMS. SC voice calls in either the CS domain or IMS are anchored at the ICS/SC AS in the home IMS using standard CS domain techniques available for rerouting calls at call establishment. A 3pcc (Third party call control) function is employed at the ICS/SC AS to facilitate inter domain mobility through the use of Domain Transfers between the CS domain and the IMS. Domain Transfers may be enabled in one direction (i.e. from the CS domain to the IMS or from the IMS to CS domain), or in both directions as per network configuration requirements. The ICS/SC AS has the capability to perform domain transfers for an SC UE's voice session multiple times in both directions.

The capability of anchoring in IMS of Emergency calls and CS calls other than voice calls (e.g. CS Video, CS Data, CS Fax, SCUDIF calls ...) is not specified in this document. Anchoring in IMS of voice calls/sessions originating from or terminating to a subscriber that does not have an SC UE or an active SC subscription is subject to operator policy. CS originating and terminating calls that are not anchored are handled according to the normal CS call originating & terminating procedures. Similarly, IMS originating and terminating sessions that are not anchored are handled according to the normal IMS session originating and terminating procedures.
Since simultaneous transmit and receive of 2G CS and 3G PS radio is not supported in current 3GPP specifications, Domain transfer of a voice call between the 2G CS domain and IMS accessed via a 3G PS domain IP-CAN is out of scope of this specification. Voice call continuity for such radio environments is defined in 3GPP TS 23.216 [x].
**** End of 1st Change ****
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