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Abstract of the contribution: This paper provides text describing capability of ICS UE handling of an emergency call establishment request targeted for Section 5 of TS 23.292 IMS Centralized Services. 

Proposal/Recommendation:

According to the discussion on emergency support for ICS UE, the requirement and capability of ICS UE detecting an emergency session establishment request is identified. The ICS UE should be able to detect an emergency session establishment request. If the ICS UE using a CS access detects the request for the establishment of an emergency session, the ICS UE shall attempt to initiate a CS emergency call.
This paper proposed adding the following statement in TS 23.292 IMS Centralized Services.
*** begin change ***
5.3.2
UE enhanced for ICS 

The ICS UE is an IMS UE enhanced with ICS capability. The ICS UE provides the following functions:

-
Communicates with the ICS AS for service control signaling.

-
Establishes the bearer control signaling path to setup the media through the CS domain.

-
Executes ADS for originating sessions as specified in 3GPP TS 23.221 [10] clause 7.2a..

-
Assists the ICS AS in the execution of T-ADS if Gm is used.

The ICS UE uses the Gm reference point when using the PS network for session control signaling. 
The ICS UE should be able to detect an emergency session establishment request. If the ICS UE using a CS access detects the request for the establishment of an emergency session, the ICS UE shall attempt to initiate a CS emergency call.

*** end change  ***
3GPP

SA WG2 TD


