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1. Introduction
This document makes an effort to consolidate the two alternative flows that have been proposed for media transfer between different UEs. The key objective of the consolidation is to propose a stage-2 flow that is generic enough and captures the principles of both alternatives. It also tries to leave stage-3 issues for consideration by stage-3 working groups (for example, whether a REFER message is addressed to the MMSC AS or to the transfer target). 
2. Proposal

The following text is proposed for TR 23.893.
Start of changes

6.5.5.1.x
Consolidated flow for transferring media components to different UEs
The consolidated signaling flow for media transfer is shown in the figure below. In this example, UE-1 is using an IP-CAN/PS domain and has a multimedia session with a Remote UE, which is anchored at the MMSC AS. The multimedia session contains several media components and UE-1 wants to transfer one or more of them to another UE (i.e. UE-2). In this example, UE-2 is also using an IP-CAN/PS domain. The media component(s) which should be transferred to UE-2 are indicated as "multimedia stream-1" whereas the media components which are not affected by the media transfer procedure are indicated as "multimedia stream-2". It is assumed that UE-1 and UE-2 belong to the same subscriber (i.e. they share the same subscription).
Editor’s Note: The transfer of TCP-based media components needs further study.
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Figure 6.5.5.1.x: Consolidated flow for media transfer

1-2.
When UE-1 decides to transfer one or more media components to UE-2 it sends a Media Transfer Request (Target, Media, Session Info). The Target identifies the UE that serves as the target of media transfer and Media identifies the active media components that should be transferred. The Session Info identifies an anchored session at the MMSC AS that is associated with this request. The Media Transfer Request is routed to MMSC AS (directly or through iFC), which should authorize the media transfer operation.

NOTE 1: 
Authorization in this step by MMS AC is required in order to make sure e.g. that both UEs share the same subscription.
NOTE 2:
The Media Transfer Request may also include an indication of whether UE-1 wants to keep the control of the transferred session.
3-5.
The Media Transfer Request (Media) is sent to UE-2, which identifies the media that need to be established on UE-2. In this step, the terminating access domain is also selected as specified in TS 23.292.

NOTE 3: 
In the example shown in Figure 6.5.5.1.x, it is assumed that UE-2 is using an IP-CAN/PS domain so the PS domain is selected for terminating the Media Transfer Request. In case UE-2 is using the CS domain, the Media Transfer Request in step 5 is routed to a BGCF/MGCF and it is inter-worked with the CS domain.
6.
UE-2 accepts the media transfer request.

7-8.
The MMSC AS sends a re-INVITE request to the Remote UE in order to redirect the requested media from UE-1 to UE-2. The Remote UE is identified from the Access Leg information received in step 1. After this step, the Remote UE starts sending the media for stream 1 to UE-2.

9-10.
The MMSC AS notifies UE-1 that the media transfer operation was successfully completed and the corresponding media can be deactivated.

Next changes
9.x
Conclusion on UE Transfer information flows

It is recommended to use the consolidated flows for media transfer (see clause 6.5.5.1.x) as a baseline for the specification work in the SC TS. The stage-3 details of the flows should be handled by the stage-3 working groups.
     End of changes
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