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Abstract of the contribution: Merger of S2-082389 and S2-082330
Introduction

This contribution is a merger of S2-082389 and S2-02330, based on the drafting session held on Monday 7th April.

Proposal
This P-CR takes text from 23.206, clauses 4.1 and 4.2 and proposes to insert this, with into 23.237, clause 4.3, based on the merger with proposed text in S2-082330. The drafting group agreed to take as a working assumption the concept of Access Transfer (transfer of a session from one access network to another) as a subcategory of Session Transfer, along with Inter-UE Transfer (transfer of a session from one UE to another). Note that Inter-UE Transfer may incorporate Access Transfer if one UE is using a different access network to the other.
Proposed changes

**** Start of 1st Change ****
4.3
Service Continuity
4.3.w
Session Transfer concepts

4.3.w.1
Access Transfer concepts
4.3.w.1.1
General Access Transfer concepts

IMS sessions from and to an UE are anchored at the SCC AS in the home IMS to provide service continuity for the user during transition between two access networks. Sessions are anchored at the SCC AS in the home IMS, based on iFC. A 3pcc (Third party call control) function is employed at the SCC AS to facilitate inter-access network mobility through the use of Access Transfers between the two access networks. Access Transfers may be enabled in one or both directions as per network configuration requirements. The SCC AS has the capability to perform Access Transfers for a UE's sessions multiple times.
4.3.w.1.2
Access Transfer (PS – CS) concepts
IMS sessions established in CS or PS access networks are anchored at the SCC AS. IMS sessions using CS bearer are established at session setup or upon Access Transfer using procedures specified in 3GPP TS 23.292 [x].
The following apply to PS-CS Access Transfer: 
1. Access Transfer shall be provided according to the requirements specified in clause 22.3 Service Continuity of 3GPP TS 22.101[x].

2. When using a UE without ICS capabilities as specified in 3GPP TS 23.292 [x], Access Transfer of an active speech-only or speech/video-only session shall be provided when transferring voice media bearer between CS and PS access.

3. When using a UE with ICS capabilities as specified in 3GPP TS 23.292 [x], Access Transfer of one active session and zero or more inactive sessions shall be provided using the Gm or the I1 reference point of ICS to transport required information, as specified in 3GPP TS 23.292 [x], when transferring media bearer between CS and PS access.

4.3.w.2
Inter-UE Transfer concepts
**** End of 1st Change ****
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