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Abstract of the contribution: This contribution describes the deployment of LTE and discusses about scenarios of SR VCC between LTE and legacy LTE. It is proposed to add a scenario for first SR VCC call (e.g. call is started from GERAN side and moved to EUTRAN) and the corresponding solution for the first SR VCC call should be provided.
1.Discussion
It is still not discussed about a scenario that a call first is initiated in 2G/3G (only CS covered) and moved to LTE (first SR VCC handover) but a scenario that a call is initiated in LTE and moved from 2G/3G CS => LTE handover (subsequent SR VCC handover). This contribution highlights the periods of LTE deployment and describes the scenario of first SR VCC handover from 2G/3G (only CS covered) to LTE. It proposes to add a scenario for SR VCC greatly existing in the earliest period of LTE deployment. Also the corresponding solution should be given for that added scenario.
1. Voice Migration 
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                         Figure1：Voice Migration and Solutions
In the initial period, the network of only CS covered is dominated. So a great number of UE must be in the network of CS covered. Then a scenario for UE directly moves from only CS covered network to PS covered network exists. And a solution for the scenario is needed. 
2. Periods of LTE deployment
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                     Figure2：The deployment of LTE
In the initial period of LTE deployment, the LTE deployment is hot spot. E.g. working office is LTE covered and the living space is only CS covered. In the morning, UE is initially power on and moves from the network that only CS covered to LTE network. The scenario that UE in voice call handovers from legacy network of only CS covered to LTE network is normally. And the solution for SR VCC in that scenario is mandatory in the initial period and middle period. 
2.Conclusion: 
In summary, a scenario that UE directly handovers from 2G/3G CS to LTE should be considered in Rel-8 TS 23.216.Therefore, it is proposed to give a feasible solution for the referred scenario in Rel-8 TS 23.216.
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