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Abstract of the contribution: This paper provides procedures for ICS UE Service Consistency with use of Gm reference point for inclusion in TS 23.292 IMS Centralized Services.
Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.

*** begin change ***
2
References

[x]
3GPP TS 22.173: “IMS Telephony Service and supplementary services Stage 1”.

*** end change ***

*** begin new text ***
7.x
Service consistency
7.x.1
Service consistency for ICS UE

7.x.1.1
Overview

When the IP-CAN is used for the media of the IMS session, standard IMS procedures apply for IMS services.
When the CS bearer is used for the media of the IMS session, the Gm or the I1 reference point is used for communication of service control signalling; IMS services are provided to the ICS UE with the IUA of the ICS AS combining the service control signalling communicated over the Gm or the I1 reference point with the description of the CS bearer for the execution of service control over the Remote Leg. The IUA provides functions necessary for use of CS bearer in conjunction with the IMS service control for standard IMS service behaviour on the Remote Leg.
7.x.1.2
IMS sessions using CS bearer
7.x.1.2.1
Overview
When the CS bearer is used for the media of the IMS Multimedia Telephony service, see 3GPP TS 22.173, the procedures specified in this clause apply for the supplementary services.
7.x.1.2.2
Use of Gm reference point
7.x.1.2.2.1
Line ID Services (OIP, OIR, TIP, TIR)

Standard IMS procedures apply with the IUA of the ICS AS combining the description of the CS bearer with the service control signalling communicated over the Gm reference point as specified in Section 7.1 - Sessions established using the Gm or I1 reference point, of this document. 

7.x.1.2.2.2
Communication Diversion Services
Standard IMS procedures apply with the IUA of the ICS AS combining the description of the CS bearer with the service control signalling communicated over the Gm reference point as specified in Section 7.1 - Sessions established using the Gm or I1 reference point, of this document. 

7.x.1.2.2.3
Communication Barring
Standard IMS procedures apply with the IUA of the ICS AS combining the description of the CS bearer with the service control signalling communicated over the Gm reference point as specified in Section 7.1 - Sessions established using the Gm or I1 reference point, of this document. 
7.x.1.2.2.4
Communication Hold/Resume
Standard IMS procedures apply with the IUA of the ICS AS combining the description of the CS bearer with the service control signalling communicated over the Gm reference point as specified in Section 7.1 - Sessions established using the Gm or I1 reference point, of this document. 

Additionally, the ICS AS may employ an MRF for control of media as needed for execution of the Communication Hold/Resume.
*** Information Flow to be inserted here – provided by another paper ***

7.x.1.2.2.5
Explicit Communication Transfer

Standard IMS procedures apply with the IUA of the ICS AS combining the description of the CS bearer with the service control signalling communicated over the Gm reference point as specified in Section 7.1 - Sessions established using the Gm or I1 reference point, of this document. 

Additionally, the ICS AS may employ an MRF for control of media as needed for execution of the Explicit Communication Transfer.
*** Information Flow to be inserted here – provided by another paper ***

7.x.1.2.2.6
Conferencing

Standard IMS procedures apply with the IUA of the ICS AS combining the description of the CS bearer with the service control signalling communicated over the Gm reference point as specified in Section 7.1 - Sessions established using the Gm or I1 reference point, of this document. 

Additionally, the ICS AS may employ an MRF for control of media as needed for execution of the Conferencing.

*** Information Flow to be inserted here – provided by another paper ***

7.x.1.2.2.7
User configuration of Supplementary Services

Service data management and control of user configuration of services data is provided by IMS. The Ut interface is used for user configuration of services data.
*** end new text  ***
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