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Abstract of the contribution:

This paper provides an information flow for IMS deregistration via the MSC Server, targeted for Section 7 (Procedures and Flows) of TS 23.292 IMS Centralized Services.
Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.
*** begin new text ***

7.2.1.x
Deregistration using I2 reference point

Figure 7.2.1.x-1 describes how IMS deregistration is performed by the MSC Server enhanced for ICS upon detection of the Location Cancellation procedure.  Identical IMS deregistration procedures would be initiated by the MSC Server enhanced for ICS upon receiptof any other indication that the UE is no longer considered active at this MSC/VLR. 
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Figure 7.2.1.x-1: IMS Deregistration via CS Access

1.
The UE initiates standard location ppdating procedures toward the CS network.
2.
The CS network performs standard CS location updating and authentication procedures.
3.
The HSS initiates location cancellation procedures towards the old VLR.
4.
The MSC Server initiates IMS deregistration for this subscriber by sending a SIP REGISTER with an expiration time of zero seconds.
5.
The I-CSCF initiates standard procedures for S-CSCF location/allocation.
6.
The I-CSCF forwards the REGISTER to the S-CSCF.

7.
The S-CSCF identifies the REGISTER as being from the MSC Server which is a trusted network node.  The S-CSCF skips any further authentication procedures and performs deregistration procedures with the HSS.

8.
The S-CSCF performs standard service control execution procedures.  Filter criteria directs the S-CSCF to send a REGISTER to the  ICS AS.

9.
IMS deregistration procedures are completed.
*** end new text ***
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