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Abstract of the contribution:

This paper provides overview text of service change for the ICS UE, targeted for Section 7 (Procedures and Flows) of TS 23.292 IMS Centralized Services. 

Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.
*** Start of Change ***
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS)".
[3]
3GPP TS 23.002: "Network architecture".
[4]
3GPP TS 22.173: "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services".
[5]
3GPP TS 23.003: "Numbering, addressing and identification".
[6]
3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".
[7]
3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".
[8]
3GPP TS 24.173: "IMS Multimedia Telephony Communication Service and Supplementary Services; Stage 3".
[9]
3GPP TS 22.101: “Services Aspects; Service Principles”.

[10]
3GPP TS 23.221: “Architectural requirements”.

[11]
3GPP TS 29.163: "Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks".
[x]
3GPP TS 23.172: “Technical realization of Circuit Switched (CS) multimedia service; UDI RDI fallback and service modification; Stage 2”.
*** End of Change ***
*** Begin New Text ***

7.5
Mid-Call Services
7.5.x
Mid-call services using CS media
7.5.x.y
ICS UE mid-call services using CS media

7.5.x.y.a
 Service Change
7.5.x.y.a.1
Overview
For service change of the IMS sessions established by the ICS UE using CS bearer (i.e. changing from speech to speech and video, and vice versa), the CS bearer shall be updated via the ICS AS using CS SCUDIF as specified in 3GPP TS 23.172 [x] or using CS redial. 

7.5.x.y.a.2
Service change through SCUDIF using I1/Gm Reference Point
7.5.x.y.a.3
Service change through CS Redial using I1 Reference Point
7.5.x.y.a.4
Service change through CS Redial using Gm Reference Point
*** End of New Text ***
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