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Abstract of the contribution:

This paper provides overview text for subscription to the reg event package after successful registration via the MSC Server, targeted for Section 7 (Procedures and Flows) of TS 23.292 IMS Centralized Services.This is a revision of S2-082340.
Proposal/Recommendation:

Make the following changes in TS 23.292 IMS Centralized Services.
*** begin modified text ***

7.2
Registration

7.2.1
IMS Registration via CS Access

7.2.1.1
Overview

The UE may register (attach) in the CS domain whenever being in CS coverage.  The existing mobility management mechanisms are used in the UE and the CS network.

After performing a successful location area update procedure to the UE, the MSC Server receives subscriber data from the HSS via the existing Insert Subscriber Data operation. This subscriber data may include an optional flag.

An MSC Server that is not enhanced for ICS will ignore the flag and continue normal CS operation. An MSC Server that is enhanced for ICS shall perform the following:

-
If the flag is received and is supported by the MSC Server, then the MSC Server shall analyse the value of the flag as follows:

-
If the flag is set to true, the MSC Server shall attempt the IMS registration using the I2 reference point.

-
If the flag is set to false, the MSC Server shall not attempt the IMS registration.

-
If the flag is not received or is not supported, the MSC Server may perform some pre-screening (e.g. IMSI range analysis) based on operator-policy in order to determine whether or not to attempt IMS registration for this subscriber.

NOTE: Exact pre‑screening procedures are operator specific.

When attempting initial IMS registration on behalf of the ICS User, the MSC Server shall derive a home IMS domain name using the IMSI of the subscriber.  This domain name identifies the node (e.g. I-CSCF or IBCF) to which the MSC Server shall send the IMS registration.  The MSC Server shall also derive IMS user identities required for the registration from the IMSI. The MSC Server shall derive these identities in a manner that prevents collisions with identities derived from IMSIs by UEs with no ISIM as described in TS 23.003 [x]. 

The MSC Server then initiates a registration on behalf of the ICS User towards the home IMS.

NOTE: IMS authorization of registrations from a MSC Server enhanced for ICS is outside the scope of this specification.

The routing of the registration messaging is performed by standard IMS routing procedures.  Filter criteria shall instruct the S-CSCF to perform 3rd party registration towards the ICS AS.
If IMS registration is successful, then subsequent IMS sessions described in clause 4.4.2 shall be supported in IMS using the MSC Server procedures described in this specification.

The success or failure of the IMS registration shall not impact the CS attach status of the UE.
The MSC Server enhanced for ICS shall initiate IMS re-registration as necessary to maintain an active IMS registration during the period of time in which the UE is attached to the CS domain.
After successful initial IMS registration, the MSC Server enhanced for ICS shall subscribe to the registration event package described in 3GPP TS 23.228 [2] on behalf of the ICS User. The MSC Server shall use the default public user identity received during initial IMS registration for subscription to this package. The MSC Server enhanced for ICS shall refresh this subscription as necessary during the period of time in which its IMS registration on behalf of the ICS User is active.
Upon receipt of a network-initiated deregistration from the IMS, the MSC Server enhanced for ICS shall remove all registration details relating to the public user identities contained in the deregistration.  Network-initiated deregistration from IMS shall not impact the UE’s CS registration status.
*** end modified text ***
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