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Abstract of the contribution: This paper provides new text for Service Continuity procedures of Session Control Signalling Path handover from Gm to I1 (or no I1).
Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.

*** begin change ***
7.x Service continuity
7.x.1 Service continuity for ICS UE

7.x.1.1 Service continuity while maintaining the use of CS access for the media
7.x.1.1.1 IMS sessions established using Gm reference point

7.x.1.1.1.1 Overview




7.x.1.1.1.2
Use of Gm reference point possible after handover 
7.x.1.1.1.3
Use of Gm reference point not possible after Handover 
*** new text starts ****








For handovers to networks not supporting Gm or I1 reference point, the following applies:


, 
When fallback to not using Gm or I1, the SCC AS finds out about loss of Gm on the failure of the next downlink service control message.
If the SCC AS detects that the ICS UE is not reachable by Gm and the UE has not notified of a fallback, the SCC AS should clear all inactive sessions related to the user(if any are present), and update the remote leg if necessary. Consequently, when UE’s IMS registration expires, the ongoing session (if exists) will be cleared as specified in 3GPP TS 23.228[2].
*** new text ends ****
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2. I1: Service Control Signaling Path handover notification


3. I1: Acknowledgement
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1. Match the Conditions for Session Control Signaling Path handover
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