SA WG2 Temporary Document

Page 2

3GPP TSG SA WG2 Meeting #64
TD S2-082822
Jeju Island, South Korea

07 - 11 April 2008

Source:
Nortel, Telecom Italia, ZTE
Title:
ICS UE procedures: Service Continuity
Document for:
Approval

Agenda Item:
9.6.5.7
Work Item / Release:
ICSRA-St2 / Release 8

Abstract of the contribution: This paper provides text for Service Continuity procedures of TS 23.292 IMS Centralized Services.
Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.

*** begin change ***
2
References
 [x]
3GPP TS 23.009: “Handover Procedures”.
 [y]
3GPP TS 25.413: “UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling”
*** end change ***

*** begin new text 1 ***
7.x
Service continuity
7.x.1
Service continuity for ICS UE

7.x.1.1
Service continuity while maintaining the use of CS access for the media
7.x.1.1.1
IMS sessions established using Gm reference point

7.x.1.1.1.1
Overview
When the CS bearer is used for the media of the IMS session, the Gm reference point may be used for communication of service control signalling, contingent upon the VPLMN support of the Gm reference point. A change of access network due to handover, see 3GPP TS 23.009 and 3GPP TS 25.413, may result in an inability to use the PS access for the Gm reference point while the use of CS access for the media of the IMS session is still possible; under such circumstance, the service continuity is maintained by switching the signalling transport over to the CS access, e.g. by switching the use of Gm with the I1 reference point or to not using Gm or I1.




7.x.1.1.1.2
Use of Gm reference point possible after handover 

Standard Handover procedures, see 3GPP TS 23.009 and 3GPP TS 25.413, are used for handover of the Service Control Signalling Path and the CS Bearer Control Signalling Path along with the associated circuit bearer to the target access network. 

The use of Gm reference point for Service Control Signalling Path is maintained upon handover.
7.x.1.1.1.3
Use of Gm reference point not possible after Handover 
Standard CS handover procedures, see 3GPP TS 23.009 and 3GPP TS 25.413, are used to relocate the CS Bearer Control Signalling Path and the associated circuit bearer to the target access network. Upon completion of the handover of the CS Bearer Control Signalling Path and the associated circuit bearer to the target access, the UE sends a handover notification message to the ICS AS to indicate use of I1 for the Service Control Signalling Path if the I1 reference point is available in the target access network or to fallback to not using Gm or I1. 

After handover, the I1 reference point is used for session control signalling in networks supporting the I1 reference point; the non ICS UE procedures apply in networks not supporting the I1 reference point. 







*** end new text 1 ***
*** begin new text  2 ***
7.x.1.2 Service continuity when transferring the media of IMS sessions between PS and CS access
See 3GPP TS 23.237 IMS Service Continuity.
*** end new text 2 ***
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