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1.
Introduction
This contribution is contribution (s2-080210) that has been presented on S2#62 meeting before. On that meeting the consensus of IMS group is to postpone this contribution one meeting cycle to see whether we have another alternative solution that can also meet R8 timeframe. If that, we can compare two options and select one. As such Huawei would like to re-send this contribution again.
In TR 23.810 specific service execution by an AS with Multiple Services Supplied has been studied. Currently the TR includes one proposed solution to update iFC to reflect that multiple services need to be invoked on an AS. However, conveying this information on ISC interface is yet to be resolved and should be left to be discussed in stage-3.
As this is considered as a useful enhancement, this contribution proposes to add this addition to the IMS network. It is proposed that the enhancement on ISC and Cx interfaces to indicate specific service execution by the AS be included as a recommendation in the conclusion of 3GPP TR 23.810.
2.   Proposal

The following text is proposed for inclusion in TR 23.810.
*** FIRST CHANGE ***
6
Conclusion

6.1
ISC Improvements

6.1.1
Improvement when retargeting R-URIs

It’s recommended to separate the information regarding the served user from the targeted user/UE information over the ISC. The means to transport the information and the format of such a request is a stage 3 issue.
6.1.2
Improvement when handling Application Server Generated Error Responses

It is recommended that iFC be enhanced to allow the marking of whether an error response from an applications server should result in the termination of the session and forwarding of the error onto the UE or whether the error should be discarded and processing continue to the next iFC in the list, with the original request sent to the Application Server used for subsequent handling.  
6.1.3
Enhanced Service Triggering Conditions

It is recommended to add UE capability as one of SPT. S-CSCF can get that information from IMS registration procedure. When S-CSCF on terminating side executes the UE capability SPT, if the Request-URI can be resolved to one contact address then this type of SPT can be used for service triggering, otherwise this type of SPT should not be used.
6.1.4
Indicating Specific Services Executed by the AS with Multiple Services Supplied

It is recommended that ISC interface and the initial-filter criteria transported over the Cx interface allow support of the invocation of multiple services within a single SIP transaction by an Application Server. A possible implementation of this requirement over the Cx interface is to add an element to the Application Server Class of the iFC to identify the services and the service execution order.
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